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OBLIQUE

Oblique er en serie sirkulære armaturer i to forskjellige modeller, hvor hver modell leveres i ulike størrelser.
Velg mellom totalt 6 ulike størrelser for hver modell. Her står man fritt til å velge mellom ulike
dimmeteknologier og farger.

Avdekningen er av Microprismatisk PC, og sørger for lav blending (UGR<19).

Begge modeller og alle størrelsene leveres som ferdig pendel, men leveres også med spesialdesignet
montasjeløsning for montasje direkte til underlaget (taklampe).

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Inkl. spesialdesignet montasje-
løsning for montasje direkte til 
underlaget.

LC XX80-6080 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White:

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

60

80

φ200mm

40mm

Adjustable
0-1500mm

80mm

φ330-4940mm

φ450-5060mm

Central Installation

φ330-4940mm

φ450-5060mm

Adjustable
0-2000mm

80mm

Parallel Installation

2700~6500K

Model Number Dimension

20W

40W

50W

60W

Power

80W

180W

110W

240W

120W

320W

150W

30W

Luminous Flux

2000lm

3000lm

4000lm

5000lm

6000lm

15000lm

8000lm

18000lm

11000lm

24000lm

12000lm

32000lm

LC6080-450

LC6080-600

LC6080-900

LC6080-1000

LC6080-1200

LC6080-2460

LC6080-1560

LC6080-3060

LC6080-1860

LC6080-4060

LC6080-2060

LC6080-5060

φ450*W60*H80mm

φ600*W60*H80mm

φ900*W60*H80mm

φ1000*W60*H80mm

φ1200*W60*H80mm

φ2460*W60*H80mm

φ1560*W60*H80mm

φ3060*W60*H80mm

φ1860*W60*H80mm

φ4060*W60*H80mm

φ2060*W60*H80mm

φ5060*W60*H80mm

Leveres som standard i fargene hvit 
og sort. Gull sølv og andre farger på 
forespørsel.
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OBLIQUE 4060

Lyskilde:
Dimmeteknologi: 
Beskyttelsesklasse: 

Materiale armaturhus: 
Materiale avdekning: 

Montasje: 
Tilkobling: 

Integrert LED
Avhengig av modell
I

Aluminium
Polykarbonat (MP UGR<19)

Utenpåliggende, nedhengt
Åpen og lukket

Leveres som standard med 3000K. For 
andre fargetemperaturer, vennligst ta 
kontakt med NorDesign AS.

Kelvin

Leveres som standard i fargene hvit og sort. 
For sølv, gull og andre farger, vennligst ta 
kontakt med NorDesign AS.

Farge

Art. nr.Størrelse Kelvin DimbarCRI Lumen Watt Farge

Ø600 3000 80 1350 15

406074326Ø740 Signal white 1-10V3000 80 1800 20
Signal white DALI
Jet black 1-10V
Jet black DALI

406074336
406074325
406074335

406090326Ø900 Signal white 1-10V3000 80 2250 25
Signal white DALI
Jet black 1-10V
Jet black DALI

406090336
406090325
406090335

406100326Ø1000 Signal white 1-10V3000 80 2700 30
Signal white DALI
Jet black 1-10V
Jet black DALI

406100336
406100325
406100335

406120326Ø1200 Signal white 1-10V3000 80 3150 35
Signal white DALI
Jet black 1-10V
Jet black DALI

406120336
406120325
406120335

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø450 3000 80 900 10

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø740-1200

60

0-2000

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø450-600

40

60

0-1500

Ø200

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i takkopp

Trafo integrert i takkopp

For alternative størrelser, vennligst ta
kontakt med NorDesign AS.
(Ø1540-5040).

Størrelser

406045316Signal white Triac
Signal white DALI
Jet black Triac
Jet black DALI

406045336
406045315
406045335

406060316Signal white Triac
Signal white DALI
Jet black Triac
Jet black DALI

406060336
406060315
406060335

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm
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OBLIQUE 6080

Lyskilde:
Dimmeteknologi: 
Beskyttelsesklasse: 

Materiale armaturhus: 
Materiale avdekning: 

Montasje: 
Tilkobling: 

Integrert LED
Avhengig av modell
I

Aluminium
Polykarbonat (MP UGR<19)

Utenpåliggende, nedhengt
Åpen og lukket

Leveres som standard med 3000K. For 
andre fargetemperaturer, vennligst ta 
kontakt med NorDesign AS.

Kelvin

Leveres som standard i fargene hvit og sort. 
For sølv, gull og andre farger, vennligst ta 
kontakt med NorDesign AS.

Farge

Art. nr.Størrelse Kelvin DimbarCRI Lumen Watt Farge

Ø600 3000 80 3000 30

608090326Ø900 Signal white 1-10V3000 80 4000 40
Signal white DALI
Jet black 1-10V
Jet black DALI

608090336
608090325
608090335

608100326Ø1000 Signal white 1-10V3000 80 5000 50
Signal white DALI
Jet black 1-10V
Jet black DALI

608100336
608100325
608100335

608120326Ø1200 Signal white 1-10V3000 80 6000 60
Signal white DALI
Jet black 1-10V
Jet black DALI

608120336
608120325
608120335

608156326Ø1560 Signal white 1-10V3000 80 8000 80
Signal white DALI
Jet black 1-10V
Jet black DALI

608156336
608156325
608156335

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø450 3000 80 2000 20

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø900-1560

80

0-2000

LC XX60-4060 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White: 2700~6500K

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

40

60

LC4060-450

LC4060-740

LC4060-900

LC4060-1000

Model Number

LC4060-1200

LC4060-2440

LC4060-1540

LC4060-3040

LC4060-1840

LC4060-4040

LC4060-2040

LC4060-5040

LC4060-600

φ450*W40*H60mm

φ740*W40*H60mm

φ900*W40*H60mm

φ1000*W40*H60mm

Dimension

φ1200*W40*H60mm

φ2440*W40*H60mm

φ1540*W40*H60mm

φ3040*W40*H60mm

φ1840*W40*H60mm

φ4040*W40*H60mm

φ2040*W40*H60mm

φ5040*W40*H60mm

φ600*W40*H60mm

10W

20W

25W

30W

Power

35W

75W

40W

90W

50W

120W

60W

150W

15W

Luminous Flux

φ200mm

40mm

Adjustable
0-1500mm

60mm

φ370-4960mm

φ450-5040mm

Central Installation

φ370-4960mm

φ450-5040mm

Adjustable
0-2000mm

60mm

Parallel Installation

900lm

1350lm

1800lm

2250lm

2700lm

5400lm

13500lm

3150lm

6750lm

3600lm

8100lm

4500lm

18000lm

Ø450-600

40

80

0-1500

Ø200

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i ringen

Trafo integrert i takkopp

Trafo integrert i takkopp

For alternative størrelser, vennligst ta
kontakt med NorDesign AS.
(Ø1540-5040).

Størrelser

608045316Signal white Triac
Signal white DALI
Jet black Triac
Jet black DALI

608045336
608045315
608045335

608060316Signal white Triac
Signal white DALI
Jet black Triac
Jet black DALI

608060336
608060315
608060335

LC XX80-6080 Color�Options:

Lighting Source: SMD2835�SANAN/SAMSUNG/OSRAM

Life�Span: L80�B20�@�50,000hrs.

Color Temperature: Warm white（2700/3000K）/Nature white（4000K)/Cold�white(6000K)

Tunable White:

Gear�Control�Mode: No DIM/1~10V/Triack/Push/DALI DIM/DALI DT8

Input�Voltage: 220~240VAC/110~277VAC

Material: Aluminum 6063-T5

Lampshade:

Body�Color: Black/White/Silver/Gold

IP�Rating: IP20

Glow�Wire�Test： 850°

Luminaire�Installation： Pendant/Surface/Wall/Recessed

Warranty： 5Years

CRI: ＞80，（Optional�＞90/＞95）

Luminaire Parameters 

Polycarbonate Diffuser

White

Tunable

Installations

Standard Models 

DRIVER

60

80

φ200mm

40mm

Adjustable
0-1500mm

80mm

φ330-4940mm

φ450-5060mm

Central Installation

φ330-4940mm

φ450-5060mm

Adjustable
0-2000mm

80mm

Parallel Installation

2700~6500K

Model Number Dimension

20W

40W

50W

60W

Power

80W

180W

110W

240W

120W

320W

150W

30W

Luminous Flux

2000lm

3000lm

4000lm

5000lm

6000lm

15000lm

8000lm

18000lm

11000lm

24000lm

12000lm

32000lm

LC6080-450

LC6080-600

LC6080-900

LC6080-1000

LC6080-1200

LC6080-2460

LC6080-1560

LC6080-3060

LC6080-1860

LC6080-4060

LC6080-2060

LC6080-5060

φ450*W60*H80mm

φ600*W60*H80mm

φ900*W60*H80mm

φ1000*W60*H80mm

φ1200*W60*H80mm

φ2460*W60*H80mm

φ1560*W60*H80mm

φ3060*W60*H80mm

φ1860*W60*H80mm

φ4060*W60*H80mm

φ2060*W60*H80mm

φ5060*W60*H80mm
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