
Silicone
Neon Strip



Silicone Neon Strip, er en innkapslet LED-Strip i høykvalitetssilikon
og dens beskyttelsesgrad når opp til IP67 / IP68.

Med motstand mot saltløsninger, syre og alkali, etsende gasser, brann
og UV, er Silicone Neon Strip et foretrukket valg når det kommer til
montasje i krevende miljøer.

Populært benyttet både inne- og utendørs som dekorasjonsbelysning,
fasadebelysning og i offentlige miljøer.

Tilgjengelig i 24V og 48V.

SILICONE NEON STRIP
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SILICONE NEON STRIP

SIDE BEND

3D (SIDE BEND + TOP BEND) 360°

TOP BEND
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Flat luminous surface series

· Adopt SMD2835 LEDs with high luminous efficiency, the higher 
  brightness, homogeneous lighting, LM80 proved, quality guaranteed;
· Adopt environmental silicone material, fabricated by the integrated 
  silicone extrusion molding, features good resistance of saline solutions, 
  acid & alkali, corrosive gases, fire and UV, IP grade up to IP65/IP67/IP68;
· The Planar Neon Series lighting softly and smoothly, suitable for recessed 
  installation and surface mounting, features complete, systematic  
  installation solution;
· Widely used for indoor decoration, landscape lighting, building exterior 
  structure and swimming pool;
· Outstanding weather resistance makes it in a normal-soft state at -20° 
  C~+45° C;
· Passed UL、CE、Rohs certification, 3 years warranty, life span over 
  36000 hours.

UV
RESISTANTSOLVENT

RESISTANT
SALTWATER
RESISTANT

outdoorIndoor FLAME
RESISTANT

IP65 IP67 IP68 IK08

Reach
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Curve luminous surface series

· Adopt SMD2835 LEDs with high luminous efficiency, the higher 
  brightness, homogeneous lighting, LM80 proved, quality guaranteed;
· Adopt environmental silicone material, fabricated by the integrated 
 silicone extrusion molding, features good resistance of saline solutions, 
  acid & alkali, corrosive gases, fire and UV, IP grade up to IP67/IP68;
· Ultra long constant-current design, 50 meters LED strip driven by one 
  end power supply with the same brightness ;
· The Cambered Neon Series, with unique optical design, features 
  homogeneous and soft lighting, 160° large luminous surface, suitable  
  for the recessed installation and surface mounting;
· Widely used for indoor decoration, landscape lighting, building 
  exterior structure and swimming pool;Outstanding weather resistance 
  makes it in a normal-soft state at -20° C~+45° C;Passed UL、CE、
· Rohs certification, 3 years warranty, life span over 36000 hours.

outdoorIndoor FLAME
RESISTANT

UV
RESISTANTSOLVENT

RESISTANT
SALTWATER
RESISTANT

IP67 IP68 IK08
Reach
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Høy fleksibilitet
Med sin høye fleksibilitet, kan man oppnå forskjellige belysnings-
effekter som hvitt lys, RGB og digital toning. Silicone Neon Strip 
kan erstatte tradisjonelle belysningsløsninger som benyttes til f. 
eks. skiltbelysning / arkitektonisk belysning / landskaps-
belysning.

Høy varmeledningsevne
Høy varmeledningsevne, den termiske ledningsevnen til silikon 
er 0,27 W / MK, bedre enn “0,14 W / MK” av PVC, og stripen har 
lengre effektiv levetid for varmeavledning.

Motstand mot UV
Ekstruderingssilikon, som har motstand mot UV, kan brukes i 
utemiljø for langsiktig eksponering for direkte sollys, uten
gulning og aldring på 5 år.

Flammehemmende og miljøvennlig
Silikon er ikke-giftig, og med høyt antennelsespunkt, ikke brenn-
bar etter needle-flame-test, og avgir ikke giftige gasser under 
oppvarming.

Motstand mot etsende gasser
Motstand mot etsende gasser, inkludert klor, svoveldioksid,
hydrogensulfid, nitrogendioksid og så videre.

Støvtett
Beskytter mot støv og har pålitelig forsegling, opp til IP68
(fabrikksforseglet). Elegant utseende med bredt bruksområde og 
lang levetid.

Uniform belysning
Uniform belysning, prikkfri, overflate med direkte utsikt, brukt til 
svært reflekterende materiale, med et blankt miljø uten blending.

Høy lysgjennomstrømning
Høy lysgjennomstrømning opp til 90%, kan oppfylle kravene til 
høy lumeneffekt, og den brukes ikke bare til dekorasjon, men 
også for generell / almennbelysning.

God fleksibilitet
Pålitelig struktur med god fleksibilitet. Den kan bøyes og vrides, 
egnet for forskjellige former, med motstand mot rive og trekk 
slitasje.

Enestående værbestandighet
Enestående værbestandighet: oppbevares i miljø mellom -50 ° 
C og + 150 ° C, kan den opprettholde normal-myk tilstand, uten 
deformasjon, mykning og aldring. Og hvis den brukes i miljø
mellom -20 ° C og + 45 ° C, kan den fungere normalt, og motstå 
ekstrem kulde og høy varme.

Motstand mot korrosjon
Silikonen kan motstå mot korrosjon, og har motstand mot
korrosjon av normal salt, alkali og syre, kan brukes i marine
miljøer, kjemisk industri, petroleum, gruve og labratorium.

God beskyttelsesytelse
Hoveddelen av produktet og standard endehetter kan brukes i 
miljø opp til IP67 standard, og kan bestå laboratorietest-
standardene til IP68.

INFORMASJON SILICONE NEON STRIP
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r＞60mm

Please read the manual carefully before installation and application, and use
the product in the correct way.
Instructions on accessories are included in the manual.
Please properly maintain the manual after reading and understanding it for 
convenient reference by all users of the product in the future.

Silicone Neon Strip V2.1

USER MANUAL
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No stretching

!

No tramplingSuitable for indoor and outdoor

No contorting

The correct bending method of side bend

The correct bending method of top bend

Tel：+86-755-2923 1888

E-mail：colors@colorsled.com

Web：www.colorsled.com

Add：Building A5, Qixing Wisdom Park, Shiyan Youth Road, Bao'an District, Shenzhen, China
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Planar Neon Series
NMS1217-Plus

Specification

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

r＞60mm

Please read the manual carefully before installation and application, and use
the product in the correct way.
Instructions on accessories are included in the manual.
Please properly maintain the manual after reading and understanding it for 
convenient reference by all users of the product in the future.

Silicone Neon Strip V2.1

USER MANUAL

Luminous surface of side bend ＜8mm

 Top bend

 Top bend

 

4.2mm

r＞30mm

NO

Top bend

Side bend
No stretching

!

No tramplingSuitable for indoor and outdoor

No contorting

The correct bending method of side bend

The correct bending method of top bend

Tel：+86-755-2923 1888

E-mail：colors@colorsled.com

Web：www.colorsled.com

Add：Building A5, Qixing Wisdom Park, Shiyan Youth Road, Bao'an District, Shenzhen, China

OKOK

r＞60mm

13mm

OK

Precautions before installation

Top bend

13mm

The correct bending method of top bend

The wrong bending method of top bend

Luminous surface of side bend ＞8mm

r＞60mm

12mm

The correct bending method of side bend

Side bend

The wrong bending method of side bend

NTS0410

NMT1312 NNT1615 NMT1515

NMS0612 NMS1217

NTS1220 NMS1020

6mm

12mm

12 mm

13mm

12mm

17mm10mm

4mm

15 mm

16mm

15 mm

15 mm

12mm

20mm

10mm

20mm

NorDesign AS
Granåsvegen 7, 7069 TRONDHEIM

Tlf: 73 84 95 50
www: nordesign.no

BY

TIPS OG RÅD VED INSTALLASJON

r＞60mm

Please read the manual carefully before installation and application, and use
the product in the correct way.
Instructions on accessories are included in the manual.
Please properly maintain the manual after reading and understanding it for 
convenient reference by all users of the product in the future.

Silicone Neon Strip V2.1

USER MANUAL

Luminous surface of side bend ＜8mm

 Top bend

 Top bend

 

4.2mm

r＞30mm

NO

Top bend

Side bend
No stretching

!

No tramplingSuitable for indoor and outdoor

No contorting

The correct bending method of side bend

The correct bending method of top bend

Tel：+86-755-2923 1888

E-mail：colors@colorsled.com

Web：www.colorsled.com

Add：Building A5, Qixing Wisdom Park, Shiyan Youth Road, Bao'an District, Shenzhen, China

OKOK

r＞60mm

13mm

OK

Precautions before installation

Top bend

13mm

The correct bending method of top bend

The wrong bending method of top bend

Luminous surface of side bend ＞8mm

r＞60mm

12mm

The correct bending method of side bend

Side bend

The wrong bending method of side bend

NTS0410

NMT1312 NNT1615 NMT1515

NMS0612 NMS1217

NTS1220 NMS1020

6mm

12mm

12 mm

13mm

12mm

17mm10mm

4mm

15 mm

16mm

15 mm

15 mm

12mm

20mm

10mm

20mm

  Version：B00

Planar Neon Series
NMS1217-Plus

Specification

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

r＞60mm

Please read the manual carefully before installation and application, and use
the product in the correct way.
Instructions on accessories are included in the manual.
Please properly maintain the manual after reading and understanding it for 
convenient reference by all users of the product in the future.

Silicone Neon Strip V2.1

USER MANUAL

Luminous surface of side bend ＜8mm

 Top bend

 Top bend

 

4.2mm

r＞30mm

NO

Top bend

Side bend
No stretching

!

No tramplingSuitable for indoor and outdoor

No contorting

The correct bending method of side bend

The correct bending method of top bend

Tel：+86-755-2923 1888

E-mail：colors@colorsled.com

Web：www.colorsled.com

Add：Building A5, Qixing Wisdom Park, Shiyan Youth Road, Bao'an District, Shenzhen, China

OKOK

r＞60mm

13mm

OK

Precautions before installation

Top bend

13mm

The correct bending method of top bend

The wrong bending method of top bend

Luminous surface of side bend ＞8mm

r＞60mm

12mm

The correct bending method of side bend

Side bend

The wrong bending method of side bend

NTS0410

NMT1312 NNT1615 NMT1515

NMS0612 NMS1217

NTS1220 NMS1020

6mm

12mm

12 mm

13mm

12mm

17mm10mm

4mm

15 mm

16mm

15 mm

15 mm

12mm

20mm

10mm

20mm

NorDesign AS
Granåsvegen 7, 7069 TRONDHEIM

Tlf: 73 84 95 50
www: nordesign.no

BY

Godkjent for inne- og
utendørs bruk Ikke tråkk på stripene

Ikke vri/vreng stripene Ikke trekk/tøy stripene

Top Bend

Top Bend

Top BendSide Bend

Side Bend

Side Bend

Feil bøyemetode m/ Side Bend Feil bøyemetode m/ Top Bend

R>60
R>60

R>60

Riktig bøyemetode v R>60

Riktig bøyemetode v R>+60

R>+60

Riktig bøyemetode v R>60

Riktig bøyemetode v R>60

Dette gjelder som generelle tips og råd for
Side Bend og Top Bend. 
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Silicone Neon Strip Solution
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24V
  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com
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Lengde på ledning ”venstre” Lengde på ledning ”høyre”Kelvin / Farge Lengde på stripe

Silicone Neon Strip 24V

Meget fleksibelt, hvor man kan velge mellom flere ulike modeller, og 
sette sammen sin egen stripe, ved å velge ønsket kelvin / farge,
ønsket lengde på stripen og ønsket lengde på ledningene i hver ende.

Leveres som standard med ferdig påmontert ledninger i begge ender 
med silikonterte endepropper, som oppnår IP65 / IP67 avhengig av 
modell. Kan leveres som IP68 på forespørsel.

Ved å følge de enkle stegne i konfiguratoren, kan man enkelt sette 
sammen ønsket produkt. Nedenfor er et eksempel.

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 0410-23-050-2-2

Produkt

0410 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

2

Kode

050

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5
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KelvinIP CRI Lumen LengdeVolt Watt CutFarge

SIDE BEND - 24V SILICONE NEON STRIP

2300K67 230lm/m

2700K67 240lm/m

24V 9,6W/m >80 5m

5m24V 9,6W/m >80

50,0mm

50,0mm

3000K67 240lm/m

4000K67 220lm/m

24V 9,6W/m >80 5m

5m24V 9,6W/m >80

50,0mm

50,0mm

-67 -

-67 -

24V 8W/m - 5m

5m24V 8W/m -

50,0mm

50,0mm

-67 -

-67 -

24V 8W/m - 5m

5m24V 8W/m -

50,0mm

50,0mm

-

-

-

-

Rød

Grønn

Blå

Gul
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※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

0612 Side Bend

4500K67 240lm/m 5m24V 9,6W/m >80 50,0mm-

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

2300K65 240lm/m

2700K65 290lm/m

24V 7,2W/m >80 5m

5m24V 7,2W/m >80

17,86mm

17,86mm

3000K65 300lm/m

4000K65 300lm/m

24V 7,2W/m >80 5m

5m24V 7,2W/m >80

17,86mm

17,86mm

-65 -

-65 -

24V 7,2W/m - 5m

5m24V 7,2W/m -

17,86mm

17,86mm

-65 -

-65 -

24V 7,2W/m - 5m

5m24V 7,2W/m -

17,86mm

17,86mm

-

-

-

-

Rød

Grønn

Blå

Gul

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

0410 Side Bend



www.nordesign.no 13

2300K67 510lm/m

2700K67 520lm/m

24V 9,6W/m >80 5m / 10m

5m / 10m24V 9,6W/m >80

50,0mm

50,0mm

3000K67 520lm/m

4000K67 520lm/m

24V 9,6W/m >80 5m / 10m

5m / 10m24V 9,6W/m >80

50,0mm

50,0mm

-67 -

-67 -

24V 8W/m - 5m / 10m

5m / 10m24V 8W/m -

50,0mm

50,0mm

-67 -

-67 -

24V 8W/m - 5m / 10m

5m / 10m24V 8W/m -

50,0mm

50,0mm

2700K67 -24V 14,4W/m - 5m62,5mm
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SIDE BEND - 24V SILICONE NEON STRIP

1217 Side Bend

2300K68 510lm/m

2700K68 520lm/m

24V 9,6W/m >80 5m / 10m

5m / 10m24V 9,6W/m >80

50,0mm

50,0mm

3200K68 520lm/m

4200K68 520lm/m

24V 9,6W/m >80 5m / 10m

5m / 10m24V 9,6W/m >80

50,0mm

50,0mm

-68 -

-68 -

24V 8W/m - 5m / 10m

5m / 10m24V 8W/m -

50,0mm

50,0mm

-68 -

-68 -

24V 8W/m - 5m / 10m

5m / 10m24V 8W/m -

50,0mm

50,0mm

-

-

-

-
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▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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1224 Side Bend

5000K68 490lm/m 5m / 10m24V 9,6W/m >80 50,0mm-
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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-68 -24V 12W/m - 5m 83,0mm
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SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap
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full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com

  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com



2300K67 450lm/m

2800K67 510lm/m

24V 7,2W/m >80 5m

5m24V 7,2W/m >80

41,66mm

41,66mm

3200K67 510lm/m

4400K67 500lm/m

24V 7,2W/m >80 5m

5m24V 7,2W/m >80

41,66mm

41,66mm

-67 -

-67 -

24V 7,2W/m - 5m

5m24V 7,2W/m -

41,66mm

41,66mm

-67 -

-67 -

24V 7,2W/m - 5m

5m24V 7,2W/m -

41,66mm

41,66mm

KelvinIP CRI Lumen LengdeVolt Watt Cut

-

-

-

-

Rød

Grønn

Blå

Gul

Farge
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3D (SIDE BEND + TOP BEND) - 24V SILICONE NEON STRIP

1515(3D) Side Bend + Top Bend
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2300K65 1000lm/m

2700K65 1000lm/m

24V 14,4W/m >95 5m

5m24V 14,4W/m >95

41,66mm

41,66mm

3000K65 1000lm/m

4000K65 1000lm/m

24V 14,4W/m >95 5m

5m24V 14,4W/m >95

41,66mm

41,66mm

KelvinIP CRI Lumen LengdeVolt Watt Cut

-

-

-

-

Farge

360°- 24V

R18 - 360°

2300-4000K65 700lm/m24V 14,4W/m >90 5m41,66mm

2300K65 900lm/m

2700K65 950lm/m

24V 14,4W/m >90 5m

5m24V 14,4W/m >90

41,66mm

41,66mm

3000K65 950lm/m

4000K65 900lm/m

24V 14,4W/m >90 5m

5m24V 14,4W/m >90

41,66mm

41,66mm

-

-

-

-

R25 - 360°

2300-4000K65 768lm/m24V 14,4W/m >90 5m41,66mm

-65 -

-65 -

24V 14,4W/m - 5m

5m24V 14,4W/m -

41,66mm

41,66mm

-65 -

-65 -

24V 14,4W/m - 5m

5m24V 14,4W/m -

41,66mm

41,66mm

Rød

Grønn

Blå

Gul

18mm

18mm

-65 -

-65 -

24V 14,4W/m - 5m

5m24V 14,4W/m -

41,66mm

41,66mm

-65 -

-65 -

24V 14,4W/m - 5m

5m24V 14,4W/m -

41,66mm

41,66mm

Rød

Grønn

Blå

Gul
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SIDE BEND - 24V
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0410 0612
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0410 - SIDE BEND 24V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 0410-23-050-2-2

Produkt

0410 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

www.nordesign.no20

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

2

Kode

050

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

Kode

050

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Red

Green

Blue

Yellow

R

G

B

Y

 159158 

Si
lic

on
e 

N
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n 
St
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm
10

m
m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 
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Kelvin CRI

2300K

Lumen

240lm/m

Watt

7,2W/m >80

2700K 290lm/m7,2W/m >80

3000K 300lm/m7,2W/m >80

4000K 300lm/m7,2W/m >80

2300K / 2700K / 3000K / 4000K 

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

0410 - SIDE BEND 24V

Art. nr.

AS-NTS0410S-18

Tilbehør

AS-NTS0410A-1000 Monteringsskinne - 1m

Monteringsklips 

AS-NTS0410GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Endehetter

1m rett profil

Montasjeklips

Fylles med Silikon 

Beskrivelse
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm
10

m
m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 



0612 - SIDE BEND 24V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 0612-23-050-2-2

Produkt

0612 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

www.nordesign.no22

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

2

Kode

050

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

Kode

050

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Red

Green

Blue

Yellow

R

G

B

Y
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm
12

m
m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 

4500K45
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Kelvin CRI

2300K

Lumen

230lm/m

Watt

9,6W/m >80

2700K 240lm/m9,6W/m >80

3000K 240lm/m9,6W/m >80

4000K 220lm/m9,6W/m >80

2300K / 2700K / 3000K / 4000K / 4500K

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

0612 - SIDE BEND 24V

4500K 240lm/m9,6W/m >80

Art. nr.

AS-NMS0612A-20

Tilbehør

AS-NMS0612A-1000 Monteringsskinne - 1m

Monteringsklips - 2,0cm

AS-NMS0612M-500 Moldable groove - 50cm

AS-NMS0612GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil

 159158 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m
Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 



1217 - SIDE BEND 24V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1217-23-050-2-2
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology

Produkt

1217 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

www.nordesign.no24

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

10M

2

Kode

050

100

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

10M

Kode

050

100

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M52700-4000K

Red

Green

Blue

Yellow

RGB

RGBW

CCT

R

G

B

Y

RGB

RGBW

(STD)*

(STD)*

(STD)* (STD)* (STD)*

(STD)*

(STD)* (STD)*

(STD)*
NB! Maksimal lengde på Neon kan kreve redusert kabellengde.

*STD - Standard vare, normalt lagervare
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Kelvin CRI

2300K

Lumen

640lm/m

Watt

9,6W/m >80

2700K 640lm/m9,6W/m >80

3000K 670lm/m9,6W/m >80

4000K 670lm/m9,6W/m >80

2300K / 2700K / 3000K / 4000K 

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

Kelvin CRI

2700-4000K

Lumen

650lm/m

Watt

12W/m >80

CCT

Farge

RGB

Watt

12W/m

RGB

Farge CRI

RGBW

Watt

14,4W/m >80

RGBW

1217 - SIDE BEND 24V
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology
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Art. nr.

AS-NMS1217HT0-FL

Tilbehør

AS-NMS1217HB0-FL Ned

Front

AS-NMS1217HL0-FL Venstre

AS-NMS1217HR0-FL Høyre

AS-NMS1217TX0-FL Endelokk

Kabelinnføring ned

Kabelinnføring front

Kabelinnføring venstre

Kabelinnføring høyre

Tilkobling for 9,6W og 8W

Beskrivelse

Endelokk uten kabelinnføring

IP

67

67

67

67

67

Art. nr.

AS-NMS1217A-25

Tilbehør

AS-NMS1217A-1000 Monteringsskinne - 1m

Monteringsklips - 2,5cm

AS-NMS1217M-500 Moldable groove - 50cm

AS-NMS1217GS0-EC Endehetter silikon - for kabel + avslutning

Tilbehør for alle 1217 modeller

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Front Ned Venstre Høyre Endelokk

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon

Beskrivelse

Quick Con. B

 151150 

S
il

ic
o

n
e

 N
e

o
n

 S
tr

ip

Silicone Neon Strip Solution

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Pixel

Quick Con. A

 151150 

S
il

ic
o

n
e

 N
e

o
n

 S
tr

ip

Silicone Neon Strip Solution

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Pixel

AS-NMS1217MX0-FL Quick Connector A Skjøtestykke uten kabel 67

AS-NMS1217MH0-FL Quick Connector B Skjøtestykke med kabel (30cm) 67

Groove Fleksibel og bøybar profil
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Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1224-23-050-2-2

Produkt

1224 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3200K

4200K

1

Kode

23

27

32

42

Lengde stripe

5M

10M

2

Kode

050

100

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

Kode

050

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

RGBRGB

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.

 171170 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 750 68

780 70

800 72

820 74

800 72

/ /

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting 
clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m   2P : 2X0.75mm² 

L : 2m       2P : 2X0.75mm²

NNT1615(Top bend)
· Dome structure design, gentle and homogeneous light, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08, IP67
· DC24V, wide voltage tolerance design
· 15m ultra-long application, same brightness from one end to another.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 15000×16×15mm 

5000×16×15mm 

Cutting unit 41.66mm /50mm

Input voltage 24VDC

Input current 0.46A/1m

0.6A/1m (RGB)

Typ.power 11W/m & 12W/m(RGB)

Max.power 12W/m & 14.4W/m(RGB)

Bend radius ＞60mm

NNT1615-8LW24CSN050CC1500

1m 37.64,125.1lx 327.43cm

9.411,31.27lx 654.85cm

4.183,13.90lx 982.28cm

1.506,5.003lx

Height Eavg,Emax Angle:117.16deg Diameter

1637.14cm

0.7682,2.553lx 2291.99cm

2m

3m

5m

7m

24V 15m
REEL

 5m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Domed 
Neon

N Top bend T 16X15mm 1615 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 15M 1500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S NP

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N T 1615 - 8 LW 24 C S N 050 C C 1500

5000

3700

15000mm

500mm
16mm

15
m

m

Lighting 
surfaceBendin direction

Lighting surface

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 53

520 54

520 54

520 54

490 51

/ /

/ /

/ /

/ /

/ /

NNS1224(Side bend)
· 270° dome structure design, large luminous surface and homogeneous light, 
 applicable to signage, indoor and outdoor decoration lighting, 
 building structure decoration lighting, swimming pool.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IK08, IP68.
· Systematized solution of installation. 
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000/10000×16×15mm 

Cutting unit 50mm &  RGB 83mm

Input voltage 24VDC

Input current 0.4A/m   &  0.34A/m (R/G/B/Y)

 0.5A/m (RGB)

Typ.power 9.6W/m  &   8W/m (R/G/B/Y)

12W/m (RGB)

Max.power 10.6W/m & 8.8W/m (R/G/B/Y)

13.2W/m(RGB)

Bend radius ＞60mm 

NNS1224-8LW24CSN050CC1000

24V

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N Side bend S 12X24mm 1224 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S 10M 1000

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N S 1224 - 8 LW 24 C S N 050 C C 1000

5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 38.30,117.2lx2 94.87cm

9.574,29.29lx5 89.73cm

4.255,13.02lx 884.6cm

1.532,4.686lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1179.46cm

0.7816,2.39lx2 064.06cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200
 

5000mm

Lighting sur fa ce

Bendin direction

Lighting
surface

18mm

27
m

m

3200

4200

NEW

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove with 
reserved outlet position L: 1000mm, with screws

Moldable groove L : 500mm, With screws

End cap set One end cap+one plug

5/10m
REEL

IP67 IP68

 171170 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 750 68

780 70

800 72

820 74

800 72

/ /

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting 
clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m   2P : 2X0.75mm² 

L : 2m       2P : 2X0.75mm²

NNT1615(Top bend)
· Dome structure design, gentle and homogeneous light, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08, IP67
· DC24V, wide voltage tolerance design
· 15m ultra-long application, same brightness from one end to another.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 15000×16×15mm 

5000×16×15mm 

Cutting unit 41.66mm /50mm

Input voltage 24VDC

Input current 0.46A/1m

0.6A/1m (RGB)

Typ.power 11W/m & 12W/m(RGB)

Max.power 12W/m & 14.4W/m(RGB)

Bend radius ＞60mm

NNT1615-8LW24CSN050CC1500

1m 37.64,125.1lx 327.43cm

9.411,31.27lx 654.85cm

4.183,13.90lx 982.28cm

1.506,5.003lx

Height Eavg,Emax Angle:117.16deg Diameter

1637.14cm

0.7682,2.553lx 2291.99cm

2m

3m

5m

7m

24V 15m
REEL

 5m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Domed 
Neon

N Top bend T 16X15mm 1615 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 15M 1500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S NP

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N T 1615 - 8 LW 24 C S N 050 C C 1500

5000

3700

15000mm

500mm
16mm

15
m

m

Lighting 
surfaceBendin direction

Lighting surface

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 53

520 54

520 54

520 54

490 51

/ /

/ /

/ /

/ /

/ /

NNS1224(Side bend)
· 270° dome structure design, large luminous surface and homogeneous light, 
 applicable to signage, indoor and outdoor decoration lighting, 
 building structure decoration lighting, swimming pool.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IK08, IP68.
· Systematized solution of installation. 
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000/10000×16×15mm 

Cutting unit 50mm &  RGB 83mm

Input voltage 24VDC

Input current 0.4A/m   &  0.34A/m (R/G/B/Y)

 0.5A/m (RGB)

Typ.power 9.6W/m  &   8W/m (R/G/B/Y)

12W/m (RGB)

Max.power 10.6W/m & 8.8W/m (R/G/B/Y)

13.2W/m(RGB)

Bend radius ＞60mm 

NNS1224-8LW24CSN050CC1000

24V

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N Side bend S 12X24mm 1224 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S 10M 1000

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N S 1224 - 8 LW 24 C S N 050 C C 1000

5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 38.30,117.2lx2 94.87cm

9.574,29.29lx5 89.73cm

4.255,13.02lx 884.6cm

1.532,4.686lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1179.46cm

0.7816,2.39lx2 064.06cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200
 

5000mm

Lighting sur fa ce

Bendin direction

Lighting
surface

18mm
27

m
m

3200

4200

NEW

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove with 
reserved outlet position L: 1000mm, with screws

Moldable groove L : 500mm, With screws

End cap set One end cap+one plug

5/10m
REEL

IP67 IP68

5000K50

RedR

GreenG

BlueB

YellowY
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Kelvin CRI

2300K

Lumen

510lm/m

Watt

9,6W/m >80

2700K 520lm/m9,6W/m >80

3200K 520lm/m9,6W/m >80

4200K 520lm/m9,6W/m >80

2300K / 2700K / 3200K / 4200K / 5000K

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

Farge

RGB

Watt

12W/m

RGB

1224 - SIDE BEND 24V

5000K 490lm/m9,6W/m >80

Art. nr. Tilbehør

AS-NNS1224GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

Endehetter

Fylles med Silikon 

Beskrivelse

 171170 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 750 68

780 70

800 72

820 74

800 72

/ /

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting 
clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m   2P : 2X0.75mm² 

L : 2m       2P : 2X0.75mm²

NNT1615(Top bend)
· Dome structure design, gentle and homogeneous light, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08, IP67
· DC24V, wide voltage tolerance design
· 15m ultra-long application, same brightness from one end to another.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 15000×16×15mm 

5000×16×15mm 

Cutting unit 41.66mm /50mm

Input voltage 24VDC

Input current 0.46A/1m

0.6A/1m (RGB)

Typ.power 11W/m & 12W/m(RGB)

Max.power 12W/m & 14.4W/m(RGB)

Bend radius ＞60mm

NNT1615-8LW24CSN050CC1500

1m 37.64,125.1lx 327.43cm

9.411,31.27lx 654.85cm

4.183,13.90lx 982.28cm

1.506,5.003lx

Height Eavg,Emax Angle:117.16deg Diameter

1637.14cm

0.7682,2.553lx 2291.99cm

2m

3m

5m

7m

24V 15m
REEL

 5m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Domed 
Neon

N Top bend T 16X15mm 1615 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 15M 1500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S NP

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N T 1615 - 8 LW 24 C S N 050 C C 1500

5000

3700

15000mm

500mm
16mm

15
m

m

Lighting 
surfaceBendin direction

Lighting surface

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 53

520 54

520 54

520 54

490 51

/ /

/ /

/ /

/ /

/ /

NNS1224(Side bend)
· 270° dome structure design, large luminous surface and homogeneous light, 
 applicable to signage, indoor and outdoor decoration lighting, 
 building structure decoration lighting, swimming pool.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IK08, IP68.
· Systematized solution of installation. 
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000/10000×16×15mm 

Cutting unit 50mm &  RGB 83mm

Input voltage 24VDC

Input current 0.4A/m   &  0.34A/m (R/G/B/Y)

 0.5A/m (RGB)

Typ.power 9.6W/m  &   8W/m (R/G/B/Y)

12W/m (RGB)

Max.power 10.6W/m & 8.8W/m (R/G/B/Y)

13.2W/m(RGB)

Bend radius ＞60mm 

NNS1224-8LW24CSN050CC1000

24V

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N Side bend S 12X24mm 1224 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S 10M 1000

3000K WW Neutral screen N No X

3700K  NW

5000K DW

0 0 RGB

N N S 1224 - 8 LW 24 C S N 050 C C 1000

5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 38.30,117.2lx2 94.87cm

9.574,29.29lx5 89.73cm

4.255,13.02lx 884.6cm

1.532,4.686lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1179.46cm

0.7816,2.39lx2 064.06cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200
 

5000mm

Lighting sur fa ce

Bendin direction

Lighting
surface

18mm

27
m

m

3200

4200

NEW

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove with 
reserved outlet position L: 1000mm, with screws

Moldable groove L : 500mm, With screws

End cap set One end cap+one plug

5/10m
REEL

IP67 IP68
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 163162 

Si
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n 
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rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 640 65

640 65

670 70

670 70

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMT1312-Plus(Top bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 49.48,178.9lx 317.56cm

12.37,44.71lx 635.12cm

5.498,19.87lx 925.68cm

1.979,7.154lx

Height Eavg,Emax Angle:111.06deg Diameter

1587.81cm

1.010,3.650lx 2222.93cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5/10m
REEL

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

12
m

m

13mm

50
0

m
m

Lighting 
surface

Lighting surface

Bendin direction

5000/10000mm

Pixel

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×13×12mm

10000×13×12mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×13×12mm

10000×13×12mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×13×12mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×13×12mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×13×12mm

SWW 31.25mm 24V 0.5A 12W/m 14W/m 5000×13×12mm

Bend 
radius ＞60mm 

NMT1312-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 13X12mm 1312 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

4500K  DW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M T 1312 - 8 LW 24 C S N 050 C C 0500

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

IP67

IP Process Technology
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 640 65

640 65

670 70

670 70

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMT1312-Plus(Top bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 49.48,178.9lx 317.56cm

12.37,44.71lx 635.12cm

5.498,19.87lx 925.68cm

1.979,7.154lx

Height Eavg,Emax Angle:111.06deg Diameter

1587.81cm

1.010,3.650lx 2222.93cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5/10m
REEL

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

12
m

m

13mm

50
0

m
m

Lighting 
surface

Lighting surface

Bendin direction

5000/10000mm

Pixel

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×13×12mm

10000×13×12mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×13×12mm

10000×13×12mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×13×12mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×13×12mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×13×12mm

SWW 31.25mm 24V 0.5A 12W/m 14W/m 5000×13×12mm

Bend 
radius ＞60mm 

NMT1312-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 13X12mm 1312 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

4500K  DW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M T 1312 - 8 LW 24 C S N 050 C C 0500

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

IP67

IP Process Technology

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1312-23-050-2-2

Produkt

1312 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

10M

2

Kode

050

100

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

10M

Kode

050

100

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M52700-4000K

Red

Green

Blue

Yellow

RGB

RGBW

CCT

R

G

B

Y

RGB

RGBW

(STD)*

(STD)*

(STD)* (STD)* (STD)*

(STD)*

(STD)* (STD)*

(STD)*
NB! Maksimal lengde på Neon kan kreve redusert kabellengde.

*STD - Standard vare, normalt lagervare
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Kelvin CRI

2300K

Lumen

640lm/m

Watt

9,6W/m >80

2700K 640lm/m9,6W/m >80

3000K 670lm/m9,6W/m >80

4000K 670lm/m9,6W/m >80

2300K / 2700K / 3000K / 4000K 

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

Kelvin CRI

2700-4000K

Lumen

650lm/m

Watt

12W/m >80

CCT

Farge

RGB

Watt

12W/m

RGB

Farge CRI

RGBW

Watt

14,4W/m >80

RGBW

1312 - TOP BEND 24V
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 640 65

640 65

670 70

670 70

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMT1312-Plus(Top bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 49.48,178.9lx 317.56cm

12.37,44.71lx 635.12cm

5.498,19.87lx 925.68cm

1.979,7.154lx

Height Eavg,Emax Angle:111.06deg Diameter

1587.81cm

1.010,3.650lx 2222.93cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5/10m
REEL

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

12
m

m

13mm

50
0

m
m

Lighting 
surface

Lighting surface

Bendin direction

5000/10000mm

Pixel

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×13×12mm

10000×13×12mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×13×12mm

10000×13×12mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×13×12mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×13×12mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×13×12mm

SWW 31.25mm 24V 0.5A 12W/m 14W/m 5000×13×12mm

Bend 
radius ＞60mm 

NMT1312-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 13X12mm 1312 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

4500K  DW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M T 1312 - 8 LW 24 C S N 050 C C 0500

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

IP67

IP Process Technology
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Art. nr.

AS-NMT1312HT0-FL

Tilbehør

AS-NMT1312HB0-FL Ned

Front

AS-NMT1312HL0-FL Venstre

AS-NMT1312HR0-FL Høyre

AS-NMT1312TX0-FL Endelokk

Kabelinnføring ned

Kabelinnføring front

Kabelinnføring venstre

Kabelinnføring høyre

Tilkobling for 9,6W og 8W

Beskrivelse

Endelokk uten kabelinnføring

IP

67

67

67

67

67

Art. nr.

AS-NMT1312A-25

Tilbehør

AS-NMT1312A-1000 Monteringsskinne - 1m

Monteringsklips - 2,5cm

AS-NMT1312M-500 Moldable groove - 50cm

AS-NMT1312GS0-EC Endehetter silikon - for kabel + avslutning

Tilbehør for alle 1312 modeller

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon 

Beskrivelse
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Front Ned Venstre Høyre Endelokk Quick Con. B

 151150 

S
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Silicone Neon Strip Solution

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Pixel

Quick Con. A

 151150 
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Silicone Neon Strip Solution

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Pixel

AS-NMT1312MX0-FL Quick Connector A Skjøtestykke uten kabel 67

AS-NMT1312MH0-FL Quick Connector B Skjøtestykke med kabel (30cm) 67

Groove Fleksibel og bøybar profil
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Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1515-23-050-2-2

Produkt

1515 - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

10M

2

Kode

050

100

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

Kode

050

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5RGB

Red

Green

Blue

Yellow

RGB

R

G

B

Y

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m

15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m
15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65
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Kelvin CRI

2300K

Lumen

520lm/m

Watt

9,6W/m >80

2700K 580lm/m9,6W/m >80

3000K 590lm/m9,6W/m >80

4000K 580lm/m9,6W/m >80

2300K / 2700K / 3000K / 4000K 

Kelvin

Red

Watt

8W/m

Green8W/m

Blue8W/m

Yellow8W/m

RED / GREEN / BLUE / YELLOW

Farge

RGB

Watt

12W/m

RGB

1515 - TOP BEND 24V

Art. nr.

AS-NMT1515A2-25

Tilbehør

AS-NM3D1515A2-1000 Moldable groove - 100cm

Monteringsklips - 9,5cm

AS-NM3D1515M-500 Moldable groove - 50cm

AS-NMT1515GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 9,5cm Groove 1m Groove 0,5m Endehetter

Bøybar / formbar 100cm profil

Montasjeklips (4-pk.)

Bøybar / formbar 50cm profil (2-pk.)

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m

15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65
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1515(3D)
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 130 22

130 22

140 24

140 24

150 26

Recommended Accessories

Aluminum clip  L: 25mm, with screws

Flat mounting 
aluminum 
groove

L : 1000mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.75mm²  

L : 2m         2P: 2X0.75mm²

NMS1020(Side bend)
· 10mm luminous surface, applicable to signage, indoor and 
  outdoor decoration lighting ,building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· DC48V, 50m ultra-long application.
· Silicone extrusion molding technology, IK08, IP67.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 50000×10×20mm 

Cutting unit 166mm 

Input voltage 48VDC

Input current 0.12A/1m

Typ.power 5.4W/m  

Max.power 5.8W/m  

Bend radius ＞60mm 

NMS1020-8SW48CSN050CC5000 

48V 50m
REEL

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N
Moonlight 

Series M Side View S 10X20mm 1020 Ra>80 8 2300K  LW 48V 48  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4300K  NW

5000K DW

N M S 1020 - 8 SW 48 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

5000

4300

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:116.2deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0.0

150

50000mm Lighting 
surface

10mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

Recommended Accessories
Flat mounting 
aluminum 
groove

L: 1000mm

Moldable 
groove L : 500mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 450 62
510 70
510 70
500 69

        620-630nm

        525-530nm

        465-470nm

        587-592nm

NM3D1515(3D)
· 15mm luminous surface, twist and bend in 3D, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08,IP67
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×15×15mm 

Cutting unit 41.66mm 

Input voltage 24VDC

Input current 0.3A/m

Typ.power 7.2W/m 

Max.power 8W/m  

Bend radius ＞60mm 

NM3D1515-8LW24CSN050CC5000

5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M 3D 3D 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

R Red

G Green

B Blue

Y Yellow

N M 3D 1515 - 8 LW 24 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 50.03,161.7lx2 85.44cm

12.51,40.43lx5 70.87cm

5.559,17.97lx8 56.31cm

2.001,6.468lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1427.18cm

1.021,3.300lx1 998.05cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

2800

3200

4400

5000mm Lighting 
surface

15mm

15
m

m

500mm

＞60mmR ＞60mmR

IP67 IP67

24V

1515(3D) - SIDE BEND + TOP BEND 24V

www.nordesign.no40

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1515(3D)-23-050-2-2

Produkt

1515(3D) - 23 - 050 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2800K

3200K

4400K

1

Kode

23

28

32

44

Lengde stripe

5M

2

Kode

050

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

5M

Kode

050

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Red

Green

Blue

Yellow

R

G

B

Y

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 130 22

130 22

140 24

140 24

150 26

Recommended Accessories

Aluminum clip  L: 25mm, with screws

Flat mounting 
aluminum 
groove

L : 1000mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.75mm²  

L : 2m         2P: 2X0.75mm²

NMS1020(Side bend)
· 10mm luminous surface, applicable to signage, indoor and 
  outdoor decoration lighting ,building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· DC48V, 50m ultra-long application.
· Silicone extrusion molding technology, IK08, IP67.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 50000×10×20mm 

Cutting unit 166mm 

Input voltage 48VDC

Input current 0.12A/1m

Typ.power 5.4W/m  

Max.power 5.8W/m  

Bend radius ＞60mm 

NMS1020-8SW48CSN050CC5000 

48V 50m
REEL

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N
Moonlight 

Series M Side View S 10X20mm 1020 Ra>80 8 2300K  LW 48V 48  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4300K  NW

5000K DW

N M S 1020 - 8 SW 48 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

5000

4300

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:116.2deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0.0

150

50000mm Lighting 
surface

10mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

Recommended Accessories
Flat mounting 
aluminum 
groove

L: 1000mm

Moldable 
groove L : 500mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 450 62
510 70
510 70
500 69

        620-630nm

        525-530nm

        465-470nm

        587-592nm

NM3D1515(3D)
· 15mm luminous surface, twist and bend in 3D, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08,IP67
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×15×15mm 

Cutting unit 41.66mm 

Input voltage 24VDC

Input current 0.3A/m

Typ.power 7.2W/m 

Max.power 8W/m  

Bend radius ＞60mm 

NM3D1515-8LW24CSN050CC5000

5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M 3D 3D 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

R Red

G Green

B Blue

Y Yellow

N M 3D 1515 - 8 LW 24 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 50.03,161.7lx2 85.44cm

12.51,40.43lx5 70.87cm

5.559,17.97lx8 56.31cm

2.001,6.468lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1427.18cm

1.021,3.300lx1 998.05cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

2800

3200

4400

5000mm Lighting 
surface

15mm

15
m

m

500mm

＞60mmR ＞60mmR

IP67 IP67

24V
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Kelvin CRI

2300K

Lumen

450lm/m

Watt

7,2W/m >80

2800K 510lm/m7,2W/m >80

3200K 510lm/m7,2W/m >80

4400K 500lm/m7,2W/m >80

2300K / 2800K / 3200K / 4400K 

Kelvin

Red

Watt

7,2W/m

Green7,2W/m

Blue7,2W/m

Yellow7,2W/m

RED / GREEN / BLUE / YELLOW

1515(3D) - SIDE BEND + TOP BEND 24V

Art. nr. Tilbehør

AS-NM3D1515A2-1000 Moldable groove - 100cm

AS-NM3D1515M-500 Moldable groove - 50cm

AS-NM3D1515GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Groove 1m Groove 0,5m Endehetter

Bøybar / formbar 100cm profil

Bøybar / formbar 50cm profil (2-pk.)

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 130 22

130 22

140 24

140 24

150 26

Recommended Accessories

Aluminum clip  L: 25mm, with screws

Flat mounting 
aluminum 
groove

L : 1000mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.75mm²  

L : 2m         2P: 2X0.75mm²

NMS1020(Side bend)
· 10mm luminous surface, applicable to signage, indoor and 
  outdoor decoration lighting ,building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· DC48V, 50m ultra-long application.
· Silicone extrusion molding technology, IK08, IP67.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 50000×10×20mm 

Cutting unit 166mm 

Input voltage 48VDC

Input current 0.12A/1m

Typ.power 5.4W/m  

Max.power 5.8W/m  

Bend radius ＞60mm 

NMS1020-8SW48CSN050CC5000 

48V 50m
REEL

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N
Moonlight 

Series M Side View S 10X20mm 1020 Ra>80 8 2300K  LW 48V 48  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4300K  NW

5000K DW

N M S 1020 - 8 SW 48 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

5000

4300

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:116.2deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0.0

150

50000mm Lighting 
surface

10mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

Recommended Accessories
Flat mounting 
aluminum 
groove

L: 1000mm

Moldable 
groove L : 500mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 450 62
510 70
510 70
500 69

        620-630nm

        525-530nm

        465-470nm

        587-592nm

NM3D1515(3D)
· 15mm luminous surface, twist and bend in 3D, applicable to signage, 
  indoor and outdoor decoration lighting, building structure decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology,  IK08,IP67
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×15×15mm 

Cutting unit 41.66mm 

Input voltage 24VDC

Input current 0.3A/m

Typ.power 7.2W/m 

Max.power 8W/m  

Bend radius ＞60mm 

NM3D1515-8LW24CSN050CC5000

5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M 3D 3D 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 50M 5000

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

R Red

G Green

B Blue

Y Yellow

N M 3D 1515 - 8 LW 24 C S N 050 C C 5000

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

1m 50.03,161.7lx2 85.44cm

12.51,40.43lx5 70.87cm

5.559,17.97lx8 56.31cm

2.001,6.468lx

Height Eavg,EmaxA ngle:114.39deg Diameter

1427.18cm

1.021,3.300lx1 998.05cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

2800

3200

4400

5000mm Lighting 
surface

15mm

15
m

m
500mm

＞60mmR ＞60mmR

IP67 IP67

24V
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NNR25

360°round luminous surface

· 360° uniform round-glowing design, applicable to space decoration lighting.
· IP65, suitable for rainy environment.
· Pendant and surface mounted are achievable.

25mm

NEW

www.nordesign.no42
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R18 R25

18mm

18mm
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R18 - 360 24V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: R18-23-050-2-2

Produkt

R18 - 23 - 050 - 2
Parameter

1 2 3
CCT / Farge Lengde stripe Lengde kabel

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

2

Kode

050

Lengde kabel

1M

2M

3M

4M

3

Kode

1

2

3

4

5M5
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 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65
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 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65

2300-4000KCCT

18mm

18mm

18
m

m

CCT / ColourKode Lengde stripe

5M

Kode

050

Lengde kabel

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Red

Green

Blue

Yellow

R

G

B

Y

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.
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Kelvin CRI

2300K

Lumen

1000lm/m

Watt

14,4W/m >95

2700K 1000lm/m14,4W/m >95

3000K 1000lm/m14,4W/m >95

4000K 1000lm/m14,4W/m >95

2300K / 2700K / 3000K / 4000K 

R18 - 360 24V

Kelvin CRI

2300-4000K

Lumen

700lm/m

Watt

14,4W/m >90

CCT

Art. nr.

AS-NNR18P-60

Tilbehør

AS-NNR18P-1000 PC skinne - 100cm

PC klips - 2,5cm

AS-NNR18P1-25 PC N klips

Tilbehør

PC klips 2,5cm PC skinne 1m PC N klips

1m rett profil - Neon Strip presses på plass

Montasjeklips - Neon Strip presses på plass

Montasjeklips - Monteres over Neon Strip og skrues til underl.

Beskrivelse
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 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65

Kelvin

Red

Watt

14,4W/m

Green14,4W/m

Blue14,4W/m

Yellow14,4W/m

RED / GREEN / BLUE / YELLOW

Endelokk

AS-NNR18GH0-EC Endelokk 2 pk. En for start og en for ende
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R25 - 360 24V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: R25-23-050-2-2

Produkt

R25 - 23 - 050 - 2
Parameter

1 2 3
CCT / Farge Lengde stripe Lengde kabel

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

5M

2

Kode

050

Lengde kabel

1M

2M

3M

4M

3

Kode

1

2

3

4

5M5
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 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65
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 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65

2300-4000KCCT

CCT / ColourKode Lengde stripe

5M

Kode

050

Lengde kabel

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Red

Green

Blue

Yellow

R

G

B

Y

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.
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Kelvin CRI

2300K

Lumen

900lm/m

Watt

14,4W/m >90

2700K 950lm/m14,4W/m >90

3000K 950lm/m14,4W/m >90

4000K 900lm/m14,4W/m >90

2300K / 2700K / 3000K / 4000K 

R25 - 360 24V

Kelvin CRI

2300-4000K

Lumen

768lm/m

Watt

14,4W/m >90

CCT

Art. nr.

AS-NNR25P1-25

Tilbehør

AS-NNR25GH0-EC Endelokk - 2 pk. En for start og en for ende

PC N klips - Monteres over Neon Strip og skrues til underl.

AS-NNR25VHS-1000 VERTIKAL NEDHENGT - For solide tak: Transparent PC tube (1m) + endestykker + wire (<1m)

Tilbehør

PC N klips

 173172 

Si
lic

on
e 

N
eo

n 
St

rip

 Model Name Description Matched product  Image

AS-NTS0410GH0-EC End cap set Silica end cap set,  with end cap, plug 
and clip NTS0410

AS-NMS0612GH0-EC End cap set Silica end cap set,  with end cap, plug NMS0612

AS-NMT1312GS0-EC End cap set Silica end cap set,  with end cap, plug NMT1312-Plus
NMT1312U

AS-NMT1312HT0-FL
AS-NMS1217HT0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the horizontal (top) 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HB0-FL
AS-NMS1217HB0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the bottom 
direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HL0-FL
AS-NMS1217HL0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the left direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312HR0-FL
AS-NMS1217HR0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, outlet from the right direction

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1312TX0-FL
AS-NMS1217TX0-FL

Soldering-free 
waterproof end cap

Soldering-free & waterproof connector,  
Soldering-free electrification, IP67 
protection, non-outlet from plug

NMT1312-Plus
NMT1312U
NMS1217-Plus

AS-NMT1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NMT1515

AS-NM3D1515GH0-EC End cap set Silica end cap set,  with end cap and 
plug NM3D1515

AS-NNS1224GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNS1224

AS-NNT1615GH0-EC End cap set Silica end cap set,  with end cap and 
plug NNT1615

AS-NMS1217GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1217-Plus

AS-NTS1220GS0-EC End cap set Silica end cap set,  with end cap and 
plug NTS1220

AS-NMS1020GS0-EC End cap set Silica end cap set,  with end cap and 
plug NMS1020

AS-NNR25GHO-EC End cap set PC end cap set,  with end cap and plug NNR25

AS-NNR25GSO-EC End cap set PC end cap set,  with end cap and plug NNR25

Accessories List
End cap/plug

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 900 62

950 66

950 66

900 62

NNR25
· 360° uniform round-glowing design, applicable to space decoration lighting.
· High luminous efficiency, LM80 proved.
· Silicone extrusion molding technology, IP65.
· Pendant and surface mounted are achievable.
· 3 years warranty, life span over 36000 hours.

Basic Parameters

Size 5000×φ25mm 

Cutting unit 41.66mm

Input voltage 24VDC

Input current 0.6A/m

Typ.power 14.4W/m

Max.power 16W/m

Bend radius ＞60mm

NNR25-8NW24CSN050CC0500

24V   5m
REEL

NEW

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Domed 
Neon

N 360 R φ25mm 25 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors

B Customized S

3000K WW Neutral screen N No X

4000K  NW

N N R 25 - 8 NW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Lighting
surface

1m 59.49,163.2lx 295.20cm

14.87,40.79lx 590.4cm

6.610,18.13lx 885.59cm

2.379,6.527lx

Height Eavg,Emax Angle:111.76deg Diameter

1475.99cm

1.241,3.330lx 2066.38cm

2m

3m

5m

7m

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5000mm

25
m

m

＞60mmR ＞60mmR

Recommended Accessories

PC Carrier L: 1000mm，With screws

PC Clip L: 25mm，With screws

End cap set One end cap+one plug

End cap set One end cap+one plug

Pendant cable Accessories for hanging lifting

IP65

Kelvin

Red

Watt

14,4W/m

Green14,4W/m

Blue14,4W/m

Yellow14,4W/m

RED / GREEN / BLUE / YELLOW

AS-NNR25VHS-2500 VERTIKAL NEDHENGT - For solide tak: Transparent PC tube (2,5m) + endestykker + wire (<2,5m)

AS-NNR25VHD-1000 VERTIKAL NEDHENGT - For nedsenket tak: Transparent PC tube (1m) + endestykker + wire (<1m)

AS-NNR25VHD-2500 VERTIKAL NEDHENGT - For nedsenket tak: Transparent PC tube (2,5m) + endestykker + wire (<2,5m)

AS-NNR25VCC-1000 VERTIKAL TAKMONTERT: Transparent PC tube (1m) + tilbehør + kabler (<1m)

AS-NNR25VCC-2500 VERTIKAL TAKMONTERT: Transparent PC tube (2,5m) + tilbehør + kabler (<2,5m)

AS-NNR25LHX-0038 HORISONTAL NEDHENGT: 2 stk. transparente klips + wire

AS-NNR25LHX-1000 HORISONTAL NEDHENGT: Transparent PC tube (1m) + tilbehør + wire (<1m)

AS-NNR25LHX-2500 HORISONTAL NEDHENGT: Transparent PC tube (2,5m) + tilbehør + wire (<2,5m)

AS-NNR25LCX-1000 HORISONTAL TAKMONTERT: Transparent PC tube (1m) + tilbehør

AS-NNR25VCC-XX-2 NEDHENGT TAKMONTASJE: 2 stk. takmontasje-klips + tilbehør

AS-NNR25DHX-XX SKJØTEKLIPS (start og ende møtes) + wire

AS-NNR25DCX-XX MONTASJEKLIPS: Skrues til underlaget og små skruer skrues inn fra siden på montasjeklips og inn i Neon Strip.

AS-NNR25DHX-0038 TAKMONTASJE: Teleskopstang (1 stk.) Lengde: Min. 34cm / maks. 61cm

Endelokk

3

1

1

1

1

2

2

3

3

4

5

6

7

8

1 2 3 4 5

6 7 8
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1 2 3

4 5 6

7 8

0025 - 360 24V

VERTIKAL NEDHENGT VERTIKAL TAKMONTERT HORISONTAL NEDHENGT

HORISONTAL TAKMONTERT NEDHENGT TAKMONTASJE SKJØTEKLIPS

MONTASJEKLIPS TAKMONTASJE
Teleskopstang. Lag kreative 
mønster.

Små transparente montasjeklips 
for ”skjult” feste.

Skjøteklips for å skape sirklerTakfester for nedhengte /
kreative løsninger

Takfester for rett installasjon

Nedhengt med wire. Takfeste for rett installasjon Nedhengt med wire.



* 75W - Også dimbar med switch dim

Art. nr.

450250124

Watt

25W

IP

20

450500124 50W 20

290917524v2 75W 20

451000124 100W 20

452000124 200W 67

H: 32mm B: 184mm D: 61mm

H: 35mm B: 180mm D: 60mm

H: 34mm B: 210mm D: 67mm

H: 30mm B: 128mm D: 52mm

H: 40mm B: 249mm D: 72mm

Størrelse

Fase avsnitt

Art. nr.

180903624

Watt

36W

IP

67

180906024 60W 66

184962475 75W* 20

180915024v2 150W 66

H: 43mm B: 200mm D: 70mm

H: 42mm B: 220mm D: 58mm

H: 47mm B: 256mm D: 78mm

H: 20mm B: 262mm D: 29mm

Størrelse

1-10V

* Også dimbar med switch dim

Art. nr.

4052899452916

Watt

50W*

IP

20

4052899452893 80W* 20

4052899986305 160W* 20

4062172032087 210W 66

H: 22mm B: 346mm D: 32mm

H: 35mm B: 300mm D: 50mm

H: 37mm B: 330mm D: 69mm

H: 22mm B: 346mm D: 32mm

Størrelse

DALI

Art. nr.

450500024

Watt

50W

IP

20

451500024 150W 20

420015024v2 150W 66

452000024 200W 67

H: 34mm B: 210mm D: 67mm

H: 46mm B: 256mm D: 77mm

H: 40mm B: 249mm D: 72mm

H: 32mm B: 184mm D: 61mm

Størrelse

Ikke dimbar

www.nordesign.no 49

TRAFO - 24V

Art. nr.

422820106

Tilbehør

422858106 Remote RGBW Controller håndholdt

Remote RGBW Controller fastmontert

310090405 Receiver 4 channel RF

322300106 DT8 Dual Color Touch Controller

For RGB / RGBW - Må benyttes med Receiver

For RGB / RGBW - Må benyttes med Receiver

Benyttes med RGBW controllere

For CCT (Tunable White)

Controller & Trafo

Beskrivelse

RF Wireless LED Dimmer

Picture

Operation Voltage
Operation
Frequency

4.5V 868MHz

Size

Brief introduction of buttons

Operation

Note : This remote controls 4 zones (areas) receiver, each zone can pair 
           with countless receivers.
           1 receiver can be paired by max 8 different remote controls. 

09.28584.04342

4 zones/areas

Press-button RGBW controller

Click to switch the 4 running mode:
jump,flash,fade,strobe

Program the running colors:
click the button, then touch the color
wheel to choose 2-5 kinds of colors,
then click this button again, the LED
lights will run after the color chosen

Switch warm white/natural white/
cool white mixed by RGB color

Speed up/down

Touch the slip to turn up/down the
whole brightness

Turn on/off

Color wheel

4 zones:
click the zone button to turn on/off
the corresponding zone, hold to turn
up/down the zone’s brightness

Save button:
hold to save color/modes,
click to call up the saved.
Each zone can save up to 4
colors/modes

4 channels:
click the channel button to turn on/off
the corresponding channel, hold to
turn up/down the channel’s brightness

51.87 mm

1
5

2
.6

7
 m

m

19.00 mm

1. Pair with RF receivers:

Turn on
RF remote

Click “Learning Key”

on RF receiver

Click a zone number

on RF remote

touch color wheel        

on RF remote, led 

lights flicker twice 

means well paired

2. Play the remote after pairing:

Turn on
RF remote

Click the paired zone

number/numbers

touch color wheel or other buttons 

to do the controlling.

6. How to delete the pairing:

Select zone button which we want to called up , then click save button S1,S2,S3,S4.  

3. Save color/scene:

Turn on
RF remote

Click the paired zone

number/numbers
select a color

Hold S1/S2/S3/S4

until light flash twice

5. Call up the saved:

Power on the RF receiver, hold the “Learning Key” over 3 seconds until connected led lights

flicker twice means well deleted.

Remote RGBW
Controller

DT8 Dual Color Touch
Controller

+

Receiver 4 channel 
RF

732309050 DT8 LED Trafo 50W - DALI For CCT (Tunable White)

SRP-2309-24-96CVF DT8 LED Trafo 100W - DALI For CCT (Tunable White)

420015024v2 LED Trafo 150W - Ikke dimbar For RGB / RGBW (lavvolt styring)
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48V
  Version：A00

▼Features                                                                           

SPI

DMX512 ▼Product Application ▼Product Bending Application

▼ Product's protective technology & structure size

※�2�years�warranty�.

※�Signage�lighting

※�Outdoor/indoor�lighting

※�Architectural�contour�lighting

※�Light�source:�SMD�5050LED.

※�Process�&�Material:�High�light�transmittance,�environmental�silicone�material,�integrated�extrusion�molding
technology,�IP67.

※�Optical�Design:�Unique�optical�light�distribution�structure�design,�uniform�lighting�surface�and�no�shadow.

※�Appearance�Design:�Compared�with�the�traditional�neon�tube�or�PVC�guardrail�tube,�the�silicone�material�has
good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com
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Lengde på ledning ”venstre” Lengde på ledning ”høyre”Kelvin / Farge Lengde på stripe

Silicone Neon Strip 48V

Meget fleksibelt, hvor man kan velge mellom flere ulike modeller, og 
sette sammen sin egen stripe, ved å velge ønsket kelvin / farge,
ønsket lengde på stripen og ønsket lengde på ledningene i hver ende.

Leveres som standard med ferdig påmontert ledninger i begge ender 
med silikonterte endepropper, som oppnår IP65 / IP67 avhengig av 
modell. Kan leveres som IP68 på forespørsel.

Ved å følge de enkle stegne i konfiguratoren, kan man enkelt sette 
sammen ønsket produkt. Nedenfor er et eksempel.

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 0612-48-23-2000-2-2

Produkt

0612-48 - 23 - 3000 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

30M

2

Kode

3000

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5



2300K67 200lm/m

2700K67 220lm/m

48V 5,3W/m >90 50m

50m48V 5,3W/m >90

100,0mm

100,0mm

3000K67 220lm/m

4000K67 240lm/m

48V 5,3W/m >90 50m

50m48V 5,3W/m >90

100,0mm

100,0mm

2700K67 -48V 9,6W/m >80 20m125,0mm

KelvinIP CRI Lumen LengdeVolt Watt Cut

2300-4000K67 lm/m48V 9,6W/m >80 20m62,5mm

-67 -48V 9,6W/m - 20m100,0mm

-

-

-

-

Farge

-
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SIDE BEND - 48V SILICONE NEON STRIP

1217 Side Bend

2300K67 150lm/m

2700K67 170lm/m

48V 5,3W/m >90 30m

30m48V 5,3W/m >90

100,0mm

100,0mm

3000K67 170lm/m

4000K67 190lm/m

48V 5,3W/m >90 30m

30m48V 5,3W/m >90

100,0mm

100,0mm

-

-

-

-
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0612 Side Bend

6000K67 240lm/m 50m48V 5,3W/m >90 100,0mm-
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2300K67 340lm/m

2700K67 380lm/m

48V 9,6W/m >90 20m

20m48V 9,6W/m >90

100,0mm

100,0mm

3000K67 380lm/m

4000K67 400lm/m

48V 9,6W/m >90 20m

20m48V 9,6W/m >90

100,0mm

100,0mm

-

-

-

-
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1312 Top Bend

2700K67 -48V 9,6W/m >80 20m125,0mm

KelvinIP CRI Lumen LengdeVolt Watt Cut

2700-4000K67 lm/m48V 9,6W/m >80 20m62,5mm

-67 -48V 9,6W/m - 20m100,0mm

Farge

-
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TOP BEND - 48V SILICONE NEON STRIP

1515 Top Bend

2300K67 210lm/m

2700K67 240lm/m

48V 5,3W/m >80 50m

50m48V 5,3W/m >80

100,0mm

100,0mm

3000K67 250lm/m

4000K67 250lm/m

48V 5,3W/m >80 50m

50m48V 5,3W/m >80

100,0mm

100,0mm

-

-

-

-
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2300K67 200lm/m

2700K67 220lm/m

48V 5,3W/m >90 50m

50m48V 5,3W/m >90

100,0mm

100,0mm

3000K67 220lm/m

4000K67 240lm/m

48V 5,3W/m >90 50m

50m48V 5,3W/m >90

100,0mm

100,0mm

-

-

-

-

6000K67 240lm/m 50m48V 5,3W/m >90 100,0mm-
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2300K67 340lm/m

2700K67 380lm/m

48V 9,6W/m >90 20m

20m48V 9,6W/m >90

100,0mm

100,0mm

3000K67 380lm/m

4000K67 400lm/m

48V 9,6W/m >90 20m

20m48V 9,6W/m >90

100,0mm

100,0mm

-

-

-

-

6000K67 400lm/m 20m48V 9,6W/m >90 100,0mm-
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2300K67 280lm/m

2700K67 330lm/m

48V 9,6W/m >80 20m

20m48V 9,6W/m >80

100,0mm

100,0mm

3000K67 350lm/m

4000K67 350lm/m

48V 9,6W/m >80 20m

20m48V 9,6W/m >80

100,0mm

100,0mm

-

-

-

-
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good�flexibility,�the�simple�and�stylish�appearance,�which�is�exquisite�and�unique.

※�Product�Certification:�UL、CE、ROHS.

※�Environmental�Features:�Resistance�to�saline�solutions,�acids�&�alkali,�corrosive�gases�and�UV.

※�Working/Storage�Temperature:�Ta:-20~40℃�/�0℃～60℃.

full protective End-Cap

����www.colorsled.com TEL:+86�0755-2923�1888���E-mail:colors@colorsled.com
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0612 - SIDE BEND 48V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 0612-48-23-3000-2-2

Produkt

0612-48 - 23 - 3000 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

www.nordesign.no54

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

30M

2

Kode

3000

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 

 159158 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm
12

m
m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 
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Kelvin CRI

2300K

Lumen

150lm/m

Watt

5,3W/m >80

2700K 170lm/m5,3W/m >80

3000K 170lm/m5,3W/m >80

4000K 190lm/m5,3W/m >80

2300K / 2700K / 3000K / 4000K 

0612 - SIDE BEND 48V

Art. nr.

AS-NMS0612A-20

Tilbehør

AS-NMS0612A-1000 Monteringsskinne - 1m

Monteringsklips - 2,0cm

AS-NMS0612M-500 Moldable groove - 50cm

AS-NMS0612GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 240 33

290 40

300 42

300 42

        620-630nm

        525-530nm

        465-470nm

        587-592nm

Recommended Accessories

Flat mounting 
aluminum 
groove

L: 1000mm

Fixed clip W5*H12*L18mm，With screws

End cap set
One end cap+one plug
Two end cap clip

Gum filler 10ml/pcs

Wire
L : 0.5m     2P: 2X0.5mm²  

L : 2m         2P: 2X0.5mm²

NTS0410(Side bend)
· Ultra-thin 4mm luminous surface, applicable to 
  signage & indoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK06, IP65
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×04×10mm

Cutting unit 41.66mm/ 17.86mm

Input voltage 12/24VDC

Input current 0.6A/1m  (12V )

0.3A/1m  (24V)

Typ.power 7.2W/m 

Max.power 8W/m   

Bend radius ＞30mm 

NTS0410-8LW24CSN050CC0500

1m 23.63,86.99lx 310.31cm

5.906,21.75lx 620.61cm

2.625,9.666lx 930.92cm

0.9450,3.480lx

Height Eavg,Emax Angle:114.39deg Diameter

1551.53cm

0.4822,1.775lx 2172.14cm

2m

3m

5m

7m

IP65 IP67

5m
REEL

PHOTOMETRIC OF 1M  STRIP

18

54

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

90

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side bend S 04X10mm 0410 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 12V 12 Customized S One end S Silica S Package
for

distributors B
Customized S

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

N T S 0410 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

4mm

10
m

m

Lighting surface

Bendin direction
500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V/12V

Recommended Accessories

Flat mounting aluminum 
groove L : 1000mm, With screws

Flat mounting clip L : 20mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 20mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 20mm, With screws

Moldable groove In development

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

NMS0612(Side bend)
· 6mm luminous surface, applicable to signage & indoor 
  and outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK06, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size 5000×06×12mm 

Cutting unit 25mm / 50mm

Input voltage 12VDC/24VDC

Input current
0.8A/1m  ;  0.67A/1m (RGBY)  @ 12VDC

0.4A/1m  ;  0.34A/1m(RGBY)  @ 24VDC

Typ.power 9.6W/m（White Light）  8W/m(RGBY)

Max.power 10.6W/m（White Light）  8.8W/m(RGBY）

Bend radius ＞30mm 

NMS0612-8LW24CSN050CC0500

1m 17.57,64.05lx 315.52cm

4.392,16.01lx 631.05cm

1.952,7.116lx 946.57cm

0.7027,2.562lx

Height Eavg,Emax Angle:111.06deg Diameter

1577.61cm

0.3585,1.307lx 2208.66cm

2m

3m

5m

7m

5m
REEL

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series M Side bend S 06X12mm 0612 Ra>80 8 2300K  LW 12V 12  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW 24V 24 Customized S One end S Silica S Package
for

distributors B
Customized S NP

3000K WW Neutral screen N No X

4000K  NW

4500K DW

0 0 R Red
G Green
B Blue

Y Yellow
N M S 0612 - 8 LW 24 C S N 050 C C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 230 24

240 25

240 25

220 23

240 25

         620-630nm

         525-530nm

         465-470nm

         587-592nm

4500

5000mm Lighting 
surface

6mm

12
m

m

Lighting surface

Bendin direction

500mm

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

24V  12V 



1217 - SIDE BEND 48V

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1217-48-23-2000-2-2
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology

 161160 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology

Produkt

1217-48 - 23 - 2000 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

www.nordesign.no56

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

20M

50M

2

Kode

2000

5000

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

20M

Kode

2000

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

2300-4000K

RGB

RGBW

CCT

RGB

RGBW

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.

6000K60
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Kelvin CRI

2300K

Lumen

340lm/m

Watt

9,6W/m >90

2700K 380lm/m9,6W/m >90

3000K 380lm/m9,6W/m >90

4000K 400lm/m9,6W/m >90

2300K / 2700K / 3000K / 4000K / 6000K

Kelvin CRI

2300-4000K

Lumen

lm/m

Watt

9,6W/m >80

CCT

Farge

RGB

Watt

9,6W/m

RGB

Farge CRI

RGBW

Watt

9,6W/m >80

RGBW

1217 - SIDE BEND 48V
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology

6000K 400lm/m9,6W/m >90

Kelvin CRI

2300K

Lumen

200lm/m

Watt

5,3W/m >90

2700K 220lm/m5,3W/m >90

3000K 220lm/m5,3W/m >90

4000K 240lm/m5,3W/m >90

2300K / 2700K / 3000K / 4000K / 6000K

6000K 240lm/m5,3W/m >90

20M 50M

Art. nr.

AS-NMS1217A-25

Tilbehør

AS-NMS1217A-1000 Monteringsskinne - 1m

Monteringsklips - 2,5cm

AS-NMS1217M-500 Moldable groove - 50cm

AS-NMS1217GS0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon

Beskrivelse

Groove Fleksibel og bøybar profil



1312 - TOP BEND 48V
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 640 65

640 65

670 70

670 70

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMT1312-Plus(Top bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 49.48,178.9lx 317.56cm

12.37,44.71lx 635.12cm

5.498,19.87lx 925.68cm

1.979,7.154lx

Height Eavg,Emax Angle:111.06deg Diameter

1587.81cm

1.010,3.650lx 2222.93cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5/10m
REEL

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

12
m

m

13mm

50
0

m
m

Lighting 
surface

Lighting surface

Bendin direction

5000/10000mm

Pixel

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×13×12mm

10000×13×12mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×13×12mm

10000×13×12mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×13×12mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×13×12mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×13×12mm

SWW 31.25mm 24V 0.5A 12W/m 14W/m 5000×13×12mm

Bend 
radius ＞60mm 

NMT1312-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 13X12mm 1312 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

4500K  DW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M T 1312 - 8 LW 24 C S N 050 C C 0500

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

IP67

IP Process Technology

www.nordesign.no58
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 640 65

640 65

670 70

670 70

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMT1312-Plus(Top bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 49.48,178.9lx 317.56cm

12.37,44.71lx 635.12cm

5.498,19.87lx 925.68cm

1.979,7.154lx

Height Eavg,Emax Angle:111.06deg Diameter

1587.81cm

1.010,3.650lx 2222.93cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

5/10m
REEL

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

12
m

m

13mm

50
0

m
m

Lighting 
surface

Lighting surface

Bendin direction

5000/10000mm

Pixel

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×13×12mm

10000×13×12mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×13×12mm

10000×13×12mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×13×12mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×13×12mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×13×12mm

SWW 31.25mm 24V 0.5A 12W/m 14W/m 5000×13×12mm

Bend 
radius ＞60mm 

NMT1312-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 13X12mm 1312 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

4500K  DW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M T 1312 - 8 LW 24 C S N 050 C C 0500

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

IP67

IP Process Technology

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1312-48-23-2000-2-2

Produkt

1312-48 - 23 - 2000 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

20M

50M

2

Kode

2000

5000

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

CCT / ColourKode Lengde stripe

20M

Kode

2000

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M5

2300-4000K

RGB

RGBW

CCT

RGB

RGBW

NB! Maksimal lengde på Neon kan kreve redusert kabellengde.

6000K60
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Kelvin CRI

2300K

Lumen

340lm/m

Watt

9,6W/m >90

2700K 380lm/m9,6W/m >90

3000K 380lm/m9,6W/m >90

4000K 400lm/m9,6W/m >90

2300K / 2700K / 3000K / 4000K / 6000K

Kelvin CRI

2300-4000K

Lumen

lm/m

Watt

9,6W/m >80

CCT

Farge

RGB

Watt

9,6W/m

RGB

Farge CRI

RGBW

Watt

9,6W/m >80

RGBW

1312 - TOP BEND 48V
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 510 51

520 52

520 52

520 52

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

/ /

650 50

/ /

NMS1217-Plus(Side bend)
· 12mm luminous surface, applicable to signage, indoor 
  and outdoor  decoration lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology,  IK08, IP67
· Systematized solution of installation and interconnection 
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

1m 29.41,113.01lx 323.04cm

7.353,28.24lx 646.08cm

3.268,12.55lx 969.11cm

1.177,4.518lx

Height Eavg,Emax Angle:111.06deg Diameter

1615.19cm

0.6003,2.305lx 2261.26cm

2m

3m

5m

7m

24V 5/10m
REEL

PHOTOMETRIC OF 1M  STRIP

30

90

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

150

5000/10000mm Lighting 
surface

12mm

17
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m
5000×12×17mm

10000×12×17mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m
5000×12×17mm

10000×12×17mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×17mm

RGBW 62.5mm 24V 0.6A 14.4W/m 16.5W/m 5000×12×17mm

RGBX 71.43mm 24V 0.75A 18W/m 20.2W/m 5000×12×17mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×17mm

Bend 
radius ＞60mm 

Pixel

Recommended Accessories

Soldering-free
waterproof end cap

outlet from the horizontal
(top)direction

Soldering-free
waterproof end cap

outlet from the bottom 
direction

Soldering-free
waterproof end cap

outlet from the left
direction

Soldering-free
waterproof end cap

outlet from the right
direction

Soldering-free
waterproof end cap non-outlet from plug

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

Wire
L : 0.5m      5P : 5X0.3mm²  

L : 2m          5P : 5X0.3mm²

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

Aluminum groove of 
reserved outlet position L : 1000mm, With screws

Clip of reserved outlet 
position L : 25mm, With screws

PC groove L : 1000mm, With screws

PC clip L : 25mm, With screws

Aluminum groove 
with reserved outlet 
position

L: 1000mm, with screws

Moldable groove L : 500mm, With screws

NMS1217-8LW24CSN050CC0500-Plus-EP

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length Version IP

Silicone 
neon 
strip

N Moonlight 
Series

M Side bend S 12X17mm 1217 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500 Plus EP

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors B
Customized S 10M 1000 NP

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red

G Green

B Blue

Y Yellow

RGB Colorful

RGBW Colorful

RGBX Colorful

SWW Colorful

N M S 1217 - 8 LW 24 C S N 050 C C 0500 EP

IP67

IP Process Technology

6000K 400lm/m9,6W/m >90

Kelvin CRI

2300K

Lumen

200lm/m

Watt

5,3W/m >90

2700K 220lm/m5,3W/m >90

3000K 220lm/m5,3W/m >90

4000K 240lm/m5,3W/m >90

2300K / 2700K / 3000K / 4000K / 6000K

6000K 240lm/m5,3W/m >90

20M 50M

Art. nr.

AS-NMT1312A-25

Tilbehør

AS-NMT1312A-1000 Monteringsskinne - 1m

Monteringsklips - 2,5cm

AS-NMT1312M-500 Moldable groove - 50cm

AS-NMT1312GS0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution
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LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 2,5cm Skinne 1m Groove Endehetter

1m rett profil

Montasjeklips

Bøybar / formbar 50cm profil

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m

15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65
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Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m
15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65

Velg tall i tabellene ut ifra hvilke parameter stripen skal ha. Tallene utgjør art. nr.
Eksempel: 1515-48-23-2000-2-2

Produkt

1515-48 - 23 - 2000 - 2 - 2
Parameter

1 2 3 4
CCT / Farge Lengde stripe Lengde kabel

venstre
Lengde kabel

høyre

CCT / Colour

2300K

2700K

3000K

4000K

1

Kode

23

27

30

40

Lengde stripe

20M

50M

2

Kode

2000

5000

Kabel venstre

1M

2M

3M

4M

3

Kode

1

2

3

4

4

5M5

Kabel venstre

1M

2M

3M

4M

Kode

1

2

3

4

5M56000K60
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1515 - TOP BEND 24V

Art. nr.

AS-NMT1515A2-25

Tilbehør

AS-NM3D1515A2-1000 Moldable groove - 100cm

Monteringsklips - 9,5cm

AS-NM3D1515M-500 Moldable groove - 50cm

AS-NMT1515GH0-EC Endehetter silikon - for kabel + avslutning

Tilbehør

www.colorsled.com  |  9392 

LED Package Wire & Glue

ONE BIN
SDCM<2

Controller

Quick connector A

Cutting line

Quick connector B

End cap
(outlet from the top direction)

End cap（IP67）

For distributors For project

Plug（IP67） End cap（IP68）

End cap

Plug（IP68）

End cap
(outlet from the bottom direction)

End cap
(outlet from the left direction)

End cap
(outlet from the left direction)

Connector

End cap

Flat mounting of clip / aluminum groove Aluminum groove of 
reserved outlet position

PC clip / PC groove

 Moldable groovez Aluminum groove with 
reserved outlet position

End cap set

wire glue

 Installation Accessories

Power Supply

R G B Y RGB

+

- -

+

  DC24V

Silicone Neon Strip Solution

Klips 9,5cm Groove 1m Groove 0,5m Endehetter

Bøybar / formbar 100cm profil

Montasjeklips (4-pk.)

Bøybar / formbar 50cm profil (2-pk.)

Fylles med Silikon 

Beskrivelse

Groove Fleksibel og bøybar profil

 167166 

Si
lic

on
e 

N
eo

n 
St

rip

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 520 54

580 60

590 61

580 60

         620-630nm / /

         525-530nm / /

         465-470nm / /

         587-592nm / /

/ /

NMT1515(Top bend)
· 15mm luminous surface, applicable to indoor and outdoor decoration 
  lighting, building structure decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP67
· 3 years warranty, life span over 36000 hours

Basic Parameters

Size
White Light：5000×15×15 & 10000×15×15 
R、G、B、Y、RGB：5000×15×15 

Cutting unit Single Color 50mm  & RGB 83mm 

Input voltage 24VDC

Input current

0.4A/1m  

0.34A/1m （R/G/B/Y）

0.5A/1m   (RGB)

Typ.power 9.6W/m（White Light)  8W/m(RGBY)   12W/m（RGB）

Max.power 10.6W/m（White Light）8.8W/m(RGBY）13.2W/m（RGB)

Bend radius ＞60mm 

NMT1515-8LW24CSN050CC0500

1m 50.51,193.01lx 325.48cm

12.63,48.24lx 650.95cm

5.612,21.44lx 976.43cm

2.020,7.719lx

Height Eavg,Emax Angle:111.06deg Diameter

1627.38cm

1.031,3.938lx 2278.33cm

2m

3m

5m

7m

24V

PHOTOMETRIC OF 1M  STRIP

40

120

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

200

Ordering Code
Category Series Bending 

direction Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Moonlight 
Series

M Top bend T 15X15mm 1515 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW Customized S One end S Silica S Package
for

distributors
B

Customized S 10M 1000

3000K WW Neutral screen N No X

4000K  NW

0 0 R Red
G Green
B Blue

Y Yellow

RGB Colorful
N M T 1515 - 8 LW 24 C S N 050 C C 0500

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

Recommended Accessories

Moldable groove L :5000mm, With screws

Mounting clip L : 95mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

5/10m
REEL

15
m

m

15mm

Lighting 
surface

Lighting surface

Bendin direction

500mm

5000/10000mm

Photo-electric Parameters

CRI CCT LM/m LM/W

>80/90 220 23

220 23

230 23

190 20

2300~4000K 330 23

         620-630nm / /

         525-530nm / /

        465-470nm / /

        587-592nm / /

/ /

RGBX / /

Recommended Accessories

Flat mounting 
aluminum groove L : 1000mm, With screws

Flat mounting clip L : 25mm, With screws

End cap set One end cap+one plug

Gum filler 10ml/pcs

Wire
L : 0.5m      2P : 2X0.5mm²  

L : 2m          2P : 2X0.5mm²

Wire
L : 0.5m      4P : 4X0.5mm²  

L : 2m          4P : 4X0.5mm²

NTS1220(Side bend)
· 12mm luminous surface, applicable to signage, indoor and  
  outdoor decoration lighting
· High luminous efficiency, LM80 proved
· Silicone extrusion molding technology, IK08, IP65
· 3 years warranty, life span over 36000 hours(RGB digital 2 years)

NTS1220-8LW24CSN050CC0500

1m 20.41,69.53lx 286.29cm

5.104,17.38lx 572.57cm

2.268,7.725lx 858.86cm

0.8166,2.781lx

Height Eavg,Emax Angle:111.06deg Diameter

1431.43cm

0.4166,1.419lx 2004.00cm

2m

3m

5m

7m

24V12V5V

PHOTOMETRIC OF 1M  STRIP

14

42

0°

-/+180°

30°

150°

-30°

-150°

60°

120°

90°-90°

-60°

-120°

0

70

Ordering Code
Category Series Bending 

direction
Section Size - CRI CCT Voltage  Silk Printing Entry Cable Wire Type Wire Length Brand Code Label Type LED Strip Length

Silicone 
neon 
strip

N Dual-color 
Fog Casing

T Side View S 12X20mm 1220 Ra>80 8 2300K  LW 24V 24  COLORS C Dual-ends D  PVC N 500mm 050  COLORS C COLORS C 5M 0500

Ra>90 9 2700K  SW 5V 5 Customized S One end S Silica S 2000mm 200
Package

for
distributors B

Customized S

3000K WW 12V 12 Neutral screen N No X

4000K  NW

R Red

G Green

B Blue
Y Yellow

RGB Colorful

RGBX Colorful

N T S 1220 - 8 LW 24 C S N 050 C C 0500

5000mm Lighting 
surface

12mm

20
m

m

Lighting surface

Bendin direction

50
0

m
m

1. The above parameters are tested based on 1M standard products;

2. The power and luminous flux are allowed to have an error range of ±10%;

3.The above parameters are typical values;

   5m
REEL

Basic Parameters

Series Cutting 
unit

Input    
voltage 

Input 
current

Typ.
power

Max.
power Size Bend 

radius

Single
Color

50mm 24V 0.4A 9.6W/m 10.6W/m 5000×12×20mm ＞60mm

RGBY 50mm 24V 0.34A 8W/m 8.8W/m 5000×12×20mm

RGB 83mm 24V 0.5A 12W/m 13.2W/m 5000×12×20mm

RGBX-5V 16.6mm 5V 2.4A 13W/m 14.4W/m 5000×12×20mm

RGBX-12V 50mm 12V 1A 13W/m 14.4W/m 5000×12×20mm

SWW 100mm 24V 0.5A 12W/m 14W/m 5000×12×20mm

IP67 IP65

Kelvin CRI

2300K

Lumen

280lm/m

Watt

9,6W/m >80

2700K 330lm/m9,6W/m >80

3000K 350lm/m9,6W/m >80

4000K 350lm/m9,6W/m >80

2300K / 2700K / 3000K / 4000K 

Kelvin CRI

2300K

Lumen

210lm/m

Watt

5,3W/m >80

2700K 240lm/m5,3W/m >80

3000K 250lm/m5,3W/m >80

4000K 250lm/m5,3W/m >80

2300K / 2700K / 3000K / 4000K 

20M 50M
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KOMMENTARER
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SKISSERING



Silicone
Neon Strip


