
Teknisk info

Effekt:

Colour Switch:

Spredningsgrad:

UGR:

Klasse:

Tilkobling:

Opp mot 50W (6000lm)

Justerbar fargetemperatur

120⁰

<19

I

Åpen og lukket

Bruksområde

Klasserom, kontor, konferanserom, korridor, butikk etc.

Perfekt for rehab. prosjekter.

ARCO TRI-COLOR

www.nordesign.no

1，Power & CCT selectable , it can help to save lots of stocking cost . 

IP65 LED Water Proof Light 

3000k-4000k-5000k Adjustable

25W-65W Power adjustable
4000K-5000K-6000K Adjustable 

2,  Easy open endcap with lock clip , much convenient for wiring .

It can be upto 8 poles terminal (L1,L2,L3,N,PE,DA+,DA-,12V)

93mm

98
m
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Max. Pin 8

3,  Battery installed in endcap , plug-play design , easy for 
replacement .

4,  Thin and wider lamp body , looks much compact and nice . 

7766mmmm
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5544mmmm

Much wider illuminate surface
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Justerbar fargetemperatur



ARCO TRI-COLOR

Produktdata

Spesifikasjon Arco Tri-Color 32W Arco Tri-Color 50W
Watt 32W 50W
Lumen 3840lm 6000lm
Lm/W 120lm/W 120lm/W
Kelvin 3000 / 4000 / 5000K
CRI >80
Spredning 120⁰
Dimbar Ikke dimbar
Farge Hvit (RAL9016)
Materiell armatur SPCC / PC
IP 20

ErP teknisk spesifikasjon

Spesifikasjon Data
Effektivitet inn >93%
Power Factor PF>0,95
Energiklasse lyskilde D
SDCM <5
Beskyttelsesklasse I
Start tid <0,5S
Oppvarmingstid til 60% <0,5S
Flicker free Ja
Input V 220-240VAC 50/60Hz
Nominell levetid 50.000T
Levetid LED L80B10 @ 50.000T

• Dimension • Photometry Curve 

AVERAGE BEAM ANGLE (50%): 120 DEG
90-90 0

UNIT:cd
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Item  Specification  / Data 

Color Index

Color Temperature

LED current

Dimming Function 

Input Voltage

Working Voltage

Housing material

Beam Angle

 Ra>80  , R9>0 

Single Color or Tri-Color

120 degree

UGR >19

Constant 50mA

Constant DC36-42V

SPCC + PC

Protection Class IP20

• ErP Technical Specification  

Item  Specification  / Data 

Efficiency in

Power factor

Starting Time

Standard deviation of color matching

Warm-up time to 60%

Rated nominal Lifetime

Lumen Maintenance at e.o.l.

Energy efficiency Class

>93%

 >0.95

E

<0.5S

<0.5S

<5

>50,000 hours

>80%

LED Device Lifetime L80/B10@50,000 hours

ON/OFF ,  1~10V Dimming,DALI

AC200~240V/50Hz

Warranty 5 years

Temperature Operation:-15°C~+50°C, Storage:-25°C~+55°C Switching Cycle before Failure >100,000 times

Color consistency in level Max. 6SDCM

Pst LM/SVM <0.5 / <0.2

50000h

O FN OF

>100000

IP
20

Hg
0.0mg120°

≤1S

80%

1-10V
Dimming

200-240V
50/60Hz

A

B C

Unit:mm

1.2M/4ft 1200 215 77
1.5M/5ft 1500 215 77

A B CProduct Name

T: +86-755-8429-6668
E:inquiry@toppolighting.com

W: www.toppolighting.com
Our Service
Your Choice

LED Lighting
Since 2009

• Data sheet

120CM-17W
GS Arco Batten

120CM-32W
GS Arco Batten

150CM-25W
GS Arco Batten

150CM-50W
GS Arco Batten

Product Name

17W

Rated 
Power

32W

25W

50W

2125LM

Lumen
Output

4000LM

3125LM

6250LM

125LM/W  

Lumen
 Efficacy

125LM/W  

125LM/W  

125LM/W  

AC200-240V

AC Input

AC200-240V

AC200-240V

AC200-240V

Color

Single / Tri color

Single / Tri color

Single / Tri color

Single / Tri color

Ra>80

Color 
Index

Ra>80

Ra>80

Ra>80

PF>0.95

Power
Factor 

PF>0.95

PF>0.95

PF>0.95

BT04-17KN1-AFN1B-001

Order Code

BT04-32KN1-AFN1B-001

BT05-25KN1-AFN1B-001

BT05-50KN1-AFN1B-001

150CM-60W
GS Arco Batten 60W 7500LM 125LM/W  AC200-240VSingle / Tri colorRa>80 PF>0.95BT05-60KN1-AFN1B-001

1，Power & CCT selectable , it can help to save lots of stocking cost . 

IP65 LED Water Proof Light 

3000k-4000k-5000k Adjustable

25W-65W Power adjustable
4000K-5000K-6000K Adjustable 

2,  Easy open endcap with lock clip , much convenient for wiring .

It can be upto 8 poles terminal (L1,L2,L3,N,PE,DA+,DA-,12V)

93mm
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Max. Pin 8

3,  Battery installed in endcap , plug-play design , easy for 
replacement .

4,  Thin and wider lamp body , looks much compact and nice . 

7766mmmm
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Much wider illuminate surface
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Justerbar fargetemperatur
3000K
4000K
5000K
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Arco Tri-Color 32W
32W - 110-120lm/W
3000K / 4000K / 5000K
120⁰, CRI>80 - IP20

Art. nr: 510811232

ARCO TRI-COLOR

Arco Tri-Color 50W
50W - 110-120lm/W
3000K / 4000K / 5000K
120⁰, CRI>80 - IP20

Art. nr: 510811550
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ARCO TRI-COLOR

Montering av armatur

Rask montering
Mål opp avstanden og forbore hull. Redegjør om armaturen skal monteres med skjulet eller 
åpen installasjon (inkl. 1 stk. pakknippel). Åpne dekselet på armaturen og plasser armaturen 
over hullene. 

Tilkobling av strøm

Enkel tilkobling
Trekk kabel inn via hull på baksiden av armaturen (3 hull) eller via siden.
Kabel tilkobles pushterminal. Lås lokket etter endt tilkobling.
Også mulighet for gjennomgangstilkobling.

※ All electrical work must be undertaken by a qualified contractor to ensure compliance with latest edition BS 7671 and IEE/IET wiring regulations

※ Before installing and LED low bay or doing ayn maintenance,ensure power supply is turned off at the circuit breaker of fuse box

※ This product is designed for permanent connection to fixed wiring;the circuit should be protected with the appropriate MCB or fuse

※ Unpack and examine the product carefully. Report any damage and save all packing materials if any portion of the product was damaged during transportation.

Notice

• Installation Instructions

1.Product Size

2.Mounting Procedure

3.Connection mode

A. Standard Function B. Dimming Function C. Emergency Function

Emergency

T: +86-755-8429-6668
E:inquiry@toppolighting.com

W: www.toppolighting.com
Our Service
Your Choice

LED Lighting
Since 2009

Modell Mål L Mål L1 Mål L2

32W 1200mm

50W 1500mm
610mm 305mm

※ All electrical work must be undertaken by a qualified contractor to ensure compliance with latest edition BS 7671 and IEE/IET wiring regulations

※ Before installing and LED low bay or doing ayn maintenance,ensure power supply is turned off at the circuit breaker of fuse box

※ This product is designed for permanent connection to fixed wiring;the circuit should be protected with the appropriate MCB or fuse

※ Unpack and examine the product carefully. Report any damage and save all packing materials if any portion of the product was damaged during transportation.

Notice

• Installation Instructions

1.Product Size

2.Mounting Procedure

3.Connection mode

A. Standard Function B. Dimming Function C. Emergency Function

Emergency

T: +86-755-8429-6668
E:inquiry@toppolighting.com

W: www.toppolighting.com
Our Service
Your Choice

LED Lighting
Since 2009
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