
Teknisk info

Effekt:

Power Switch:

LED Chip:

Spredningsgrad:

IP-grad:

Klasse:

Montering:

Tilkobling:

Opp mot 155W (22125lm)

Justerbar Wattstyrke

Samsung

90⁰

23

I

Brakett / klips

Åpen og lukket 

Bruksområde

Lager, idrettshall, aktivitetshall, kjøpesenter, korridorer,
offentlige bygg, etc.

G-FORCE

www.nordesign.no

User manual---Industrial LED Linear Light Accessories

Size :50*54.5*45mm  Thickness : 0.6mm    spring steel

Clip for hangingSuspend

Size :53.5*30.0*25.2mm  Thickness : 0.6mm    spring steel

Clip for surface mounting Surface Mounting

Model NumberWattage( ) adjustableLumenDimming

3000K4000K5000K6500K

CCT

68146007538W/48W/ 58W/68W/ 75W selectable140lm/wNon-Dim 4000K

Sensor Base 

Reserved in lamp

Sensor ( microwave / PIR)

Plug-play into sensor base 

Metal Grille 

Ball proof & Anti-glare (UGR<19) 

1205/1460 mm

107mm

64.8mm

68146015575W/95W/ 110W/130W/ 155W selectable140lm/wNon-Dim 4000K

68146307548W/55W/ 65W/75W  selectable140lm/wDALI dimming 4000K

Iron Grille
Anti-glare (UGR<19)

1，Power & CCT selectable , it can help to save lots of stocking cost . 

IP65 LED Water Proof Light 

3000k-4000k-5000k Adjustable

25W-65W Power adjustable
4000K-5000K-6000K Adjustable 

2,  Easy open endcap with lock clip , much convenient for wiring .

It can be upto 8 poles terminal (L1,L2,L3,N,PE,DA+,DA-,12V)

93mm
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Max. Pin 8

3,  Battery installed in endcap , plug-play design , easy for 
replacement .

4,  Thin and wider lamp body , looks much compact and nice . 
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Much wider illuminate surface
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Justerbar Wattstyrke



G-FORCE

Produktdata

Spesifikasjon G-Force 1460 G-Force 1460 G-Force 1460
Watt 38W/48W/58W/68W/75W 48W/55W/65W/75W 75W/95W/110W/130W/155W
Lumen 5914/7583/8954/10385/11107 7391/8443/9978/11503 11323/14698/16838/19431/22125
Kelvin 4000K
CRI >80
Input V 220-240VAC 50/60Hz
Dimbar Ikke dimbar DALI-2 Ikke dimbar
SDCM <3
Flicker free Ja
Energiklasse lysk. C
Beskyttelsesklasse I
Farge Hvit
Materiell armatur Alu / PC
IP 23
IK 08 (10 m/ Grille)
Driftstemperatur -20⁰C - +45⁰C
Levetid LED L90B50 @ 50.000T / L80B50 @ 100.000T
LED chip Samsung SMD2835
Levetid driver 100.000T v/ Ta25⁰
Driver Boke / Philips (DALI 2)
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G-Force 75W (non-dim)

38W / 48W / 58W / 68W / 75W
5914lm / 7583lm / 8954lm / 10385lm / 11107lm

90⁰, 4000K, CRI>80 - IP23

Art. nr: 681460075

G-FORCE

G-Force 75W (DALI 2)

48W / 55W / 65W / 75W
7391lm / 8443lm / 9978lm / 11503lm

90⁰, 4000K, CRI>80 - IP23

Art. nr: 681463075

G-Force 155W (non-dim)

75W / 95W / 110W / 130W / 155W
11323lm / 14698lm / 16838lm / 19431lm / 22125lm

90⁰, 4000K, CRI>80 - IP23

Art. nr: 681460155
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G-FORCE

G-Force Iron Grille
- Anti-glare (UGR<19)
- IK10
- Ballsikker (DIN 37710-13 standard)

Art. nr: 681460012

1，Aluminum profile 6063 , much better heat dispation than metal 

plate fixture , max power can be upto 200W .

2, IP54 design , it can be used in more places . 

3, Easy open with lock pin . Much convenient for wiring ,

installation and maintanance . 

5, 40°，60°，90°，120° light distribution for different height ceiling .

4,Anti-Glare grille and protection grille  2 in 1 , it is not only 

can lower UGR<19 , but also be ball proof . 

Lens 40°Lens 60°Lens 90°Lens 120°

LED Industrial linear light

1，Aluminum profile 6063 , much better heat dispation than metal 

plate fixture , max power can be upto 200W .

2, IP54 design , it can be used in more places . 

3, Easy open with lock pin . Much convenient for wiring ,

installation and maintanance . 

5, 40°，60°，90°，120° light distribution for different height ceiling .

4,Anti-Glare grille and protection grille  2 in 1 , it is not only 

can lower UGR<19 , but also be ball proof . 

Lens 40°Lens 60°Lens 90°Lens 120°

LED Industrial linear light

How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 

1: Løsne 4 skruer fra utsiden av endelokket

2: Trekk ut låsepinnene på side av armaturen

3: Løsne 1 skrue fra det indre endelokket

4: Før G-Force Iron Grille inn i aramaturen

5: Skru igjen det indre og ytre endelokket

6: Sett inn låsepinnen

1 How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 

How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 

How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 

How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 

How to install grille

1、 loose 4 screws from the outer endcap

3、 loose 1 screw from the inner endcap4、Slide the grille  into aluminum profile

5、 Close endcaps with screws 
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G-FORCE

Montering av armatur

Rask montering
Armaturen kan enten monteres med standard festebrakett (påmontert hver side), 
eller med monteringsklips (inkl.). 

Brakett

Monteringsklips

Tilkobling av strøm

Enkel tilkobling
Armaturen er meget enkel å tilkoble, hvor man trekker ut låsepinnene og
fronten vippes enkelt ned til siden. 

Kabler kan enten trekkes inn fra baksiden av armaturen eller fra siden. Det er 
også gjennomgangskobling (pushterminal i begge ender).

2 x kabelinngang

2 x kabelinngang
på hver side

www.nordesign.no

Monteringsklips
Monteringsklipsene kan enten benyttes til montering direkte til underlaget, eller benyttes i kombinasjon med 
wire. Leveres med to ulike oppheng for wire. Det ene settet festes i hull på monteringsklips, mens det andre 
leveres med oppbøyde ender og festes på brakett (hver ende av armaturen). Kan monteres i wire vann- og 
loddrett.

Easy Wiring Emergency Power pack can be installed in project field 

2.5mm2 cables loop in - out

Easy Wiring ,power switchable

1，Aluminum profile 6063 , much better heat dispation than metal 

plate fixture , max power can be upto 200W .

2, IP54 design , it can be used in more places . 

3, Easy open with lock pin . Much convenient for wiring ,

installation and maintanance . 

5, 40°，60°，90°，120° light distribution for different height ceiling .

4,Anti-Glare grille and protection grille  2 in 1 , it is not only 

can lower UGR<19 , but also be ball proof . 

Lens 40°Lens 60°Lens 90°Lens 120°

LED Industrial linear light


