
Teknisk info

Effekt:

Power Switch:

Colour Switch:

LED Chip:

Spredningsgrad:

IP-grad:

Klasse:

Montering:

Tilkobling:

Opp mot 60W (9653lm)

Justerbar Wattstyrke

Justerbar fargetemperatur

Samsung

120⁰

65

I

Klips

Åpen 

Bruksområde

Garasjeanlegg, kjøpesenter, korridorer, offentlige bygg, etc.

REVOLINE

www.nordesign.no

1，Power & CCT selectable , it can help to save lots of stocking cost . 

IP65 LED Water Proof Light 

3000k-4000k-5000k Adjustable

25W-65W Power adjustable
4000K-5000K-6000K Adjustable 

2,  Easy open endcap with lock clip , much convenient for wiring .

It can be upto 8 poles terminal (L1,L2,L3,N,PE,DA+,DA-,12V)
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Max. Pin 8

3,  Battery installed in endcap , plug-play design , easy for 
replacement .

4,  Thin and wider lamp body , looks much compact and nice . 
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Much wider illuminate surface
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Justerbar Wattstyrke Justerbar fargetemperatur

Rask og enkel installasjon



REVOLINE

Produktdata

Spesifikasjon RevoLine 600 RevoLine 1200 RevoLine 1200 RevoLine 1500 RevoLine 1500
Watt 20W 20/25/30/35/40W 40W 30/38/45/53/60W 60W
Lumen 3102lm 3168-6353lm 6346lm 4133-9636lm 9653lm
Kelvin 3000/4000/5000K 3000/4000/5000K 3000/4000/5000K 3000/4000/5000K 3000/4000/5000K
CRI >80
Spredning 120⁰
Input V 220-240VAC 50/60Hz
Dimbar Ikke dimbar Ikke dimbar DALI-2 / Push Ikke dimbar DALI-2 / Push
SDCM <3
Flicker free Ja
Energiklasse lysk. C
Beskyttelsesklasse I
Farge Hvit
Materiell armatur PC / PC
IP 65
IK 08
Driftstemperatur -20⁰C - +45⁰C
Levetid LED L90B50 @ 50.000T / L80B50 @ 100.000T
LED chip Samsung SMD2835
Levetid driver 100.000T v/ Ta25⁰
Driver Boke
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Inkl.



RevoLine 600 CS (non-dim)
20W
3102lm

3000K / 4000K / 5000K
120⁰, CRI>80 - IP65

Art. nr: 680600020

REVOLINE

RevoLine 1200 CS/PS (non-dim)
20W / 25W / 30W / 35W / 40W
3168lm / 3395lm / 4560lm / 5011lm / 6353lm

3000K / 4000K / 5000K
120⁰, CRI>80 - IP65

Art. nr: 681200040

RevoLine 1200 CS (DALI)
40W
6346lm

3000K / 4000K / 5000K
120⁰, CRI>80 - IP65

Art. nr: 681203040

www.nordesign.no



REVOLINE

RevoLine 1500 CS/PS (non-dim)
30W / 38W / 45W / 53W / 60W
4133lm / 5831lm / 6929lm / 8554lm / 9636lm

3000K / 4000K / 5000K
120⁰, CRI>80 - IP65

Art. nr: 681500060

RevoLine 1500 CS (DALI)
60W
9653lm

3000K / 4000K / 5000K
120⁰, CRI>80 - IP65

Art. nr: 681503060

www.nordesign.no
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Montering av armatur

Rask montering
Armaturen monteres med monteringsklips. Skru monteringsklipsene til underlaget 
og press armaturen på plass. Monteringsklipsene er inkl. med armaturen.

Tilkobling av strøm

Enkel tilkobling
Armaturen er meget enkel å tilkoble, hvor man vipper opp lokket og trekker 
inn kabel fra utsiden av armaturen og kobler kabel til pushterminaler. Stram 
av kabel med pakknippel (inkl. 1 stk. pakknippel).

Det er også gjennomgangstilkobling (pushterminaler i begge ender).
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Installation

Drill 2 holes at the appropriate distance and attach the supplied mounting brackets

Fix the luminaire to brackets 

Open the cap of the endcap and connect 
the main power in .

220~240V
AC Input:  N L,  PE , 

220~240V
AC Input:   , PE L3 N, ,  L1 ,L2

220~240V 1~10V
AC Input:  N , PE L, ,  D-, D+

AC Input:  N  PE L3, , , L1,L2, D-,D+

Phase Change
L1 、L2、L3

Phase Change
L1 、L2、L3

Adjust the power and CCT via DIP switch according to your project requirement

cable color code :   Brown - L1,L2,L3 ;  Blue - N ;  Yellow- PE;  White - Dim+  ;   Black- Dim- 
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