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Epoch Backlit
Panel lights



Epoch Backlit
Panel lights

Energieffektive panellys

Epoch Backlit Panel Lights er energieffektive panellys, hvor man oppnår opp mot 150lm/W. Energieffektiviteten til 
disse panellysene gjør det mulig å benytte færre punkter med lys for å dekke lysbehovet.

Epoch Backlit skiller seg i design fra de mer tradisjonelle panellysene. Byggehøyden er litt høyere, og det med 
god grunn. Diodene er plassert langs hele bakplaten, hvor lyset rettes direkte ned. Dette gir optimalt lysutbytte og 
utmerket kjøling. 

Med microprismatisk avdekning oppnår man meget lav blendingsgrad (UGR<19). Dette er ideelt i offentlige miljøer, 
som kontor/ kontorlandskap, sykehus, skoler etc.
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Bakdeksel i stål

Frontdeksel i alu.

Avdekning i PMMA

LED

Designet på panelet gir optimalt 
lysutbytte og lysfordeling langs 
avdekningen.

Ingen LGP, gulner aldri. PMMA-linse, god optisk ytelse, høyt lysutbytte, gir jevn belysning uten å ofre høy effektivitet. Dobbelt-
sidig sveiset aluminiumsramme av robot, ingen sprekker og sømløs i hjørnet. Forsterket struktur gir styrke og holdbarhet, ikke 
lett å deformere, noe som sikrer pålitelig og konsistent ytelse. 3-punkts limmaskin sikrer at linser vil aldri falle av fra PCB. Den 
nyeste 3D-limtrykkmaskinen er i stand til å påføre flere lag med lim for å oppnå den fasteste fikseringen mellom LED-modulene 
og armaturhuset.
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Epoch2 Pro 35W - 60x60

Epoch2 Pro HE 34W - 60x60

Epoch2 Pro 35W - 30x120

S. 4-5

S. 6-7

S. 8-9

Backlit panel light - 60x60cm
- 35W (40W alternativ)
- 130lm/W
- 3000K
- Microprismatisk avdekning UGR<19
- Ulike dimmeteknologier

Backlit panel light - 60x60cm
- 34W
- 150lm/W
- 3000K
- Microprismatisk avdekning UGR<19
- Ulike dimmeteknologier

Backlit panel light - 30x120cm
- 35W
- 130lm/W
- 3000K
- Microprismatisk avdekning UGR<19
- Ulike dimmeteknologier



EPOCH2 PRO - 60X60

Art. nr.

SL-PAN-40W-WW-BN-S

Farge

Hvit

Kelvin CRI

3000K >80

Lumen

4550lm

Watt

35W

Spredning

90°

IP
20

UGR
<19

IK
03

SDCM
<3
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Lm/W

130

130LM/W

Produktdata

Spesifikasjon
Watt 35W (standard) / 40W (alternativ)

Lumen 4550lm (standard) / 5200lm (alternativ)

Kelvin 3000K

CRI >80

Dimbar Avhengig av valgt driver

SDCM <3

Flicker free Ja

Beskyttelsesklasse III

Farge Hvit

Materiell armatur Alu / PMMA / PS

Type optikk Microprismatisk

UGR <19

IP 20

IK 03

Driftstemperatur -20⁰C - +45⁰C

Levetid LED L70B50 100.000T @ 25⁰C

LED chip SMD2835

Strøm / spenning 36V @ 900mA (35W) / 36V @ 1050mA (40W)

Strømtilkobling DC plugg (han) er påmontert

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 2/4

LED SOURCE

SMD 2835 Illumination grade LED light
source.

LED DRIVER
External drive optional, according 
with LVD, EMC standard, 5 years 
guarantee

Average beam angle(50%)：120° Average beam angle(50%)：120°

Beam Angle: 120°°
Application: Office & Administrative Lighting

Sheenly LED Panel light is the ideal replacement for traditional grid lights and
fluorescent tubes. Moreover, Sheenly Panel light creates extremely harmonies and
uniform lights, which conventional light never achieved.

Clip In

Column Surface Mounted

Recessed

Overview

The most cost effective recessed office lighting luminaire. Epoch II is
produced by the latest generation of automictic production line, they are
highly consistent, energy efficient, reliable, with trustworthy
quality. Besides the basic on/off version, we also provide many varieties
functions, sizes, light efficiency level and IP levels.

Color Optional
White, Silver or other RAL colors available on request.

Luminaire Body
Aluminium frame and steel back p
late. Integrated design, excellent
thermal performance. Ultra-thin
design, highspace utilization.

Box Surface Mounted

Pendant Mounted

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 3/4

DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

EPOCH Series
LED BACKLIT PANEL LIGHTS
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DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

595

595

28

mA W

900mA 35W

Lm

4550lm
5200lm

Lm/W

130lm
130lm1050mA 40W

Standard
Alternativ



DRIVER

Art. nr. 120900040

Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

Lifud CC LED Driver 40W
Art. nr. 121900040

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

TILBEHØR
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TILKOBLINGSUTSTYR

Art. nr. 530000505

DALI 5-way terminal block

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

Hurtigkoblingsboks for 
DALI

Art. nr. 414507200

Kabel 3x0,75mm

200cm ledning m/ jordet 
støpsel

Art. nr. 771-9993-205-202

Wago Winsta 3x1mm²

200cm avtappingskabel 
m/ plugg

Art. nr. 771-9985-205-201

Wago Winsta 5x1mm²

200cm avtappingskabel 
m/ plugg. For DALI.

Art. nr. 121900140

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA / 1050mA
9-42V / 9-38V

II
Skru-term.
Fase avsnitt

2,95cm
15,5cm
5,25cm

 LF-AAT040-1050-42 Constant Current Triac Dimmable LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, No.26, Xinhe Road, Bao’an District, Shenzhen City, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Area, Meishan City, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Horticultural lighting  · indoor office lighting  · decorative lighting  · commercial lighting  · residential lighting

• Constant current output and the output current adjustable via a DIP switch
• Built-in active PFC function
• Smooth dimming; dimming depth ≤1%
• Supports Triac dimming
• IP20
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-AAT040-1050-42 is a 40W constant current Triac dimmable LED driver with 0-100% dimming range. It is compatible 
with leading and trailing edge dimmers and has flicker-free effect during the whole process of dimming. Its rated input 
voltage ranges from 198 to 253Vac and output current is adjustable from 700 to 1050mA via a DIP switch with every 
50mA as a step.

LF - AAT 040 - 1050 - 42    

• AAT: CC Triac dimmable LED driver series
• 040: rated power: 40W

• 42: maximum output voltage: 42V
• 1050: maximum output current: 1050mA

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

Art. nr. 414521150

Kabel med plugg, 125cm

DC plugg (hun) benyttes 
mellom driver og panel 
v/ DALI

Art. nr. 929002861906

Philips Xitanium 36W WH Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
36W
900mA
24-54V

I
Push-term.
DALI / Impuls

3,25cm
20,1cm
7,5cm

Driver programmeres hos NorDesign (900mA v/ 35W).
Se tilkoblingsutstyr for DC plugg (hun).

Art. nr. 929002862006

Philips Xitanium 50W WH Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
36W
1050mA
24-46V

I
Push-term.
DALI / Impuls

3,25cm
20,1cm
7,5cm

Driver programmeres hos NorDesign (1050mA v/ 40W).
Se tilkoblingsutstyr for DC plugg (hun).

UTENPÅLIGGENDE RAMME

Art. nr. ACC-SUR-BOX-EPOCH2 (600*600)

Epoch2 PRO Surface mounted box 595*595

Påmontert:
- Pri. side: Schuko 150cm ledning (jordet)
- Sek. side: DC plugg (hun)

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)
Dip-switch på driver - Still inn 900mA (v/ 35W) eller 1050mA (v/ 40W)



EPOCH2 PRO HE - 60X60

Art. nr.

SL-PAN-35W-WW-BN-HE

Farge

Hvit

Kelvin CRI

3000K >80

Lumen

5100lm

Watt

34W

Spredning

90°

IP
20

UGR
<19

IK
03

SDCM
<3
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Lm/W

150

150LM/W

Produktdata

Spesifikasjon
Watt 34W

Lumen 5100lm

Kelvin 3000K

CRI >80

Dimbar Avhengig av valgt driver

SDCM <3

Flicker free Ja

Beskyttelsesklasse III

Farge Hvit

Materiell armatur Alu / PMMA / PS

Type optikk Microprismatisk

UGR <19

IP 20

IK 03

Driftstemperatur -20⁰C - +45⁰C

Levetid LED L70B50 100.000T @ 25⁰C

LED chip SMD2835

Strøm / spenning 36V @ 900mA

Strømtilkobling DC plugg (han) er påmontert

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 2/4

LED SOURCE

SMD 2835 Illumination grade LED light
source.

LED DRIVER
External drive optional, according 
with LVD, EMC standard, 5 years 
guarantee

Average beam angle(50%)：120° Average beam angle(50%)：120°

Beam Angle: 120°°
Application: Office & Administrative Lighting

Sheenly LED Panel light is the ideal replacement for traditional grid lights and
fluorescent tubes. Moreover, Sheenly Panel light creates extremely harmonies and
uniform lights, which conventional light never achieved.

Clip In

Column Surface Mounted

Recessed

Overview

The most cost effective recessed office lighting luminaire. Epoch II is
produced by the latest generation of automictic production line, they are
highly consistent, energy efficient, reliable, with trustworthy
quality. Besides the basic on/off version, we also provide many varieties
functions, sizes, light efficiency level and IP levels.

Color Optional
White, Silver or other RAL colors available on request.

Luminaire Body
Aluminium frame and steel back p
late. Integrated design, excellent
thermal performance. Ultra-thin
design, highspace utilization.

Box Surface Mounted

Pendant Mounted

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 3/4

DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 3/4

DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

595

595

28



DRIVER

Art. nr. 120900040

Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

Lifud CC LED Driver 40W

TILBEHØR
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TILKOBLINGSUTSTYR

Art. nr. 414521150

Kabel med plugg, 125cm
Art. nr. 530000505

DALI 5-way terminal block

Påmontert:
- Pri. side: Schuko 150cm ledning (jordet)
- Sek. side: DC plugg (hun)

Art. nr. 929002861906

Philips Xitanium 36W WH Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
36W
900mA
24-54V

I
Push-term.
DALI / Impuls

3,25cm
20,1cm
7,5cm

DC plugg (hun) benyttes 
mellom driver og panel 
v/ DALI

Hurtigkoblingsboks for 
DALI

Art. nr. 414507200

Kabel 3x0,75mm

200cm ledning m/ jordet 
støpsel

Art. nr. 771-9993-205-202

Wago Winsta 3x1mm²

200cm avtappingskabel 
m/ plugg

Art. nr. 771-9985-205-201

Wago Winsta 5x1mm²

200cm avtappingskabel 
m/ plugg. For DALI.

UTENPÅLIGGENDE RAMME

Art. nr. ACC-SUR-BOX-EPOCH2 (600*600)

Epoch2 PRO Surface mounted box 595*595

Art. nr. 121900140

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
9-42V

II
Skru-term.
Fase avsnitt

2,95cm
15,5cm
5,25cm

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)
Dip-switch på driver - Still inn 900mA 

Art. nr. 121900040

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)

Driver programmeres hos NorDesign (900mA).
Se tilkoblingsutstyr for DC plugg (hun).

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

 LF-AAT040-1050-42 Constant Current Triac Dimmable LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, No.26, Xinhe Road, Bao’an District, Shenzhen City, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Area, Meishan City, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Horticultural lighting  · indoor office lighting  · decorative lighting  · commercial lighting  · residential lighting

• Constant current output and the output current adjustable via a DIP switch
• Built-in active PFC function
• Smooth dimming; dimming depth ≤1%
• Supports Triac dimming
• IP20
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-AAT040-1050-42 is a 40W constant current Triac dimmable LED driver with 0-100% dimming range. It is compatible 
with leading and trailing edge dimmers and has flicker-free effect during the whole process of dimming. Its rated input 
voltage ranges from 198 to 253Vac and output current is adjustable from 700 to 1050mA via a DIP switch with every 
50mA as a step.

LF - AAT 040 - 1050 - 42    

• AAT: CC Triac dimmable LED driver series
• 040: rated power: 40W

• 42: maximum output voltage: 42V
• 1050: maximum output current: 1050mA



EPOCH2 PRO - 30X120

Art. nr.

SL-PAN-35W-WW-CN-S

Farge

Hvit

Kelvin CRI

3000K >80

Lumen

4550lm

Watt

35W

Spredning

90°

IP
20

UGR
<19

IK
03

SDCM
<3
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Lm/W

130

130LM/W

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 2/4

LED SOURCE

SMD 2835 Illumination grade LED light
source.

LED DRIVER
External drive optional, according 
with LVD, EMC standard, 5 years 
guarantee

Average beam angle(50%)：120° Average beam angle(50%)：120°

Beam Angle: 120°°
Application: Office & Administrative Lighting

Sheenly LED Panel light is the ideal replacement for traditional grid lights and
fluorescent tubes. Moreover, Sheenly Panel light creates extremely harmonies and
uniform lights, which conventional light never achieved.

Clip In

Column Surface Mounted

Recessed

Overview

The most cost effective recessed office lighting luminaire. Epoch II is
produced by the latest generation of automictic production line, they are
highly consistent, energy efficient, reliable, with trustworthy
quality. Besides the basic on/off version, we also provide many varieties
functions, sizes, light efficiency level and IP levels.

Color Optional
White, Silver or other RAL colors available on request.

Luminaire Body
Aluminium frame and steel back p
late. Integrated design, excellent
thermal performance. Ultra-thin
design, highspace utilization.

Box Surface Mounted

Pendant Mounted

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 3/4

DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

EPOCH Series
LED BACKLIT PANEL LIGHTS

PRODUCT CATALOG http://www.sheenly.com Rev/2.0/Page 3/4

DIMENSION DATA

Features Data

Norminal Wattage 35W/40W 40W

Dimension (mm) 595*595*28 622*622*28 295*1195*28 595*1195*28

Weights 2.4-5.2Kg

UGR <22/<19 Optional

Input Voltage AC 220-240 V/AC

LED Brand SMD 2835

Fuction on/off, DALI Optional

Driver Brand Lifud/ Other Brands Upon Request

Operating Temperature -20 to +45℃(Amb.)

Power Factor(PF) >0.95

THD <15%

Lumen Output(+/-5%) 4550lm/5200lm 5200lm

System efficiency(+/-5%) 130 lm/W

Luminarie efficiency(+/-5%) 150 lm/W

Beam Angle 120°Optional

Ra Ra>80

CCT 3000K/ 4000K/ 5000K

Rating IP40 IK05

Material Aluminium + PMMA + PS

Installation Surface Mounted/ Box Surface Mounted/ Clip in/ Recessed/ Pendant Mounted

Accessories(Optional) Motion Sensor/ PIR Sensor/ Day light Sensor for Optional

Shell Color White/ Silver/ Others Upon Request

Lumen Maintenance ＞50000H L70/B50 at 25℃

Certifications CCC DLC ENEC CE ROHS ISO9001

Packaging Type Packaging Data

Power Dimension A (mm) Dimension B (mm) Dimension C (mm)

35W 595 595 28

35W 620 620 28

35W 1195 295 28

40W 1195 595 28

1195

295

28

Produktdata

Spesifikasjon
Watt 35W

Lumen 4550lm

Kelvin 3000K

CRI >80

Dimbar Avhengig av valgt driver

SDCM <3

Flicker free Ja

Beskyttelsesklasse III

Farge Hvit

Materiell armatur Alu / PMMA / PS

Type optikk Microprismatisk

UGR <19

IP 20

IK 03

Driftstemperatur -20⁰C - +45⁰C

Levetid LED L70B50 100.000T @ 25⁰C

LED chip SMD2835

Strøm / spenning 36V @ 900mA

Strømtilkobling DC plugg (han) er påmontert



DRIVER

Art. nr. 120900040

Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

Lifud CC LED Driver 40W

Art. nr. 121900140

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
9-42V

II
Skru-term.
Fase avsnitt

2,95cm
15,5cm
5,25cm

TILBEHØR
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TILKOBLINGSUTSTYR

Art. nr. 530000505

DALI 5-way terminal block

Påmontert:
- Pri. side: Schuko 150cm ledning (jordet)
- Sek. side: DC plugg (hun)

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)
Dip-switch på driver - Still inn 900mA 

Hurtigkoblingsboks for 
DALI

Art. nr. 414507200

Kabel 3x0,75mm

200cm ledning m/ jordet 
støpsel

Art. nr. 771-9993-205-202

Wago Winsta 3x1mm²

200cm avtappingskabel 
m/ plugg

Art. nr. 771-9985-205-201

Wago Winsta 5x1mm²

200cm avtappingskabel 
m/ plugg. For DALI.

UTENPÅLIGGENDE RAMME

Art. nr. ACC-SUR-BOX-EPOCH2 (300*1200)

Epoch2 PRO Surface mounted box 295*1195

Art. nr. 929002861906

Philips Xitanium 36W WH Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
36W
900mA
24-54V

I
Push-term.
DALI / Impuls

3,25cm
20,1cm
7,5cm

Art. nr. 121900040

Lifud CC LED Driver 40W Input V:
Output W: 
Outout mA: 
Output V:

Beskyttelsesklasse: 
Tilkobling:
Dimbar: 

Høyde: 
Bredde:
Dybde: 

220-240V
40W
900mA
33-40V

II
Push-term.
Ikke dimbar

2,8cm
11,5cm
4,1cm

Påmontert:
- Pri. side: Hurtigkoblingsboks (pushterminal)
- Sek. side: DC plugg (hun)

Driver programmeres hos NorDesign (900mA).
Se tilkoblingsutstyr for DC plugg (hun).

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

Art. nr. 414521150

Kabel med plugg, 125cm

DC plugg (hun) benyttes 
mellom driver og panel 
v/ DALI

LF-GIF040YSxxxxH  Flicker-free Panel Light LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, NO.26 Xinhe Road, Bao'an District, Shenzhen, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Zone, Tianfu New Area, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Commercial lighting  · indoor office lighting  · decorative lighting  · residential lighting

• Flicker free
• High performance
• IP20
• Suitable for Class II light fixtures
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-GIF040YSxxxxH is a 40W isolated constant current LED driver. Its input voltage ranges from 220 to 240Vac; output 
voltage from 33 to 40V and output current from 800 to 1050mA. It is suitable for Class II light fixtures, including panel 
light, down light, spot light, etc.

     LF - GIF 040 YS  xxxx  H 

• G: isolated design; IF: indoor flicker-free LED driver

• 040: output power: 40W

• Y: complies with certifications; S: serial number

• H: input voltage: 220-240Vac 

• xxxx: output current (e.g. 1050: 1050mA)

 LF-AAT040-1050-42 Constant Current Triac Dimmable LED Driver

Lifud Technology Co., Ltd.
Production Base I (HQ): Building B, Kutto Industrial Park, No.26, Xinhe Road, Bao’an District, Shenzhen City, China.
Production Base II: No.4, Block 2, Tengfei Road, Shigao Economic Development Area, Meishan City, Sichuan, China.
Website: www.lifud.com        Telephone: +86(0)755 8373 9299         Email: sales@lifud.com 1

· Horticultural lighting  · indoor office lighting  · decorative lighting  · commercial lighting  · residential lighting

• Constant current output and the output current adjustable via a DIP switch
• Built-in active PFC function
• Smooth dimming; dimming depth ≤1%
• Supports Triac dimming
• IP20
• 5-year warranty (please refer to the warranty condition)

Features

Applications

Descriptions

Product Model

LF-AAT040-1050-42 is a 40W constant current Triac dimmable LED driver with 0-100% dimming range. It is compatible 
with leading and trailing edge dimmers and has flicker-free effect during the whole process of dimming. Its rated input 
voltage ranges from 198 to 253Vac and output current is adjustable from 700 to 1050mA via a DIP switch with every 
50mA as a step.

LF - AAT 040 - 1050 - 42    

• AAT: CC Triac dimmable LED driver series
• 040: rated power: 40W

• 42: maximum output voltage: 42V
• 1050: maximum output current: 1050mA
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