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Mega Batten Power switch
Colour switch



PRODUKTDATA

Spesifikasjon 620mm 1220mm 1220mm 1510mm 1510mm
Watt 12/15/18/20W 22/28/33/40W 22/28/33/40W 27/34/42/47W 27/34/42/47W

Lumen 1524-2511lm 3163-5520lm 3036-5520lm 3807-6580lm 3807-6580lm

Kelvin 3000/4000K 3000/4000K 3000/4000K 3000/4000K 3000/4000K

CRI >80

Spredning 110⁰

Input V 220-240VAC 50/60Hz

Dimbar Ikke dimbar Ikke dimbar DALI-2 / Push Ikke dimbar DALI-2 / Push

SDCM <3

Flicker free Ja (SVM (≤ 0,4) / Pst LM (≤ 1,0))

UGR <22

Beskyttelsesklasse I

Farge Hvit (RAL9003)

Materiell armatur Stål / PC

IP 44

IK 07

Driftstemperatur -30⁰C - +50⁰C

Levetid LED L90B50 @ 50.000T / L80B10 @ 100.000T

LED chip SMD2835

Energiklasse LED D / E

Levetid driver 100.000T

Driver Lifud / Boke

MEGA BATTEN
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BRUKSOMRÅDE

Klasserom, kontor, konferanserom, korridor, butikk etc.

Perfekt for rehab. prosjekter.

Justerbar fargetemperatur og Wattstyrke
Mega Batten er en utenpåliggende armaturserie som er meget 
lyssterk og energieffektiv, hvor man oppnår over 140lm/W. 
Med justerbar fargetemperatur og Wattstyrke, øker
fleksibiliteten til serien, hvor man kan benytte samme design 
i flere rom, men med tilpasset lyseffekt. I tillegg har serien en 
lav blendingsgrad (UGR<22).

Meget montasjevennlig hvor det er gjennomgangstilkobling 
med push-terminal i begge ender.
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MEGA BATTEN

620mm

1220mm

1510mm

620mm

1220mm

1510mm

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55
m

m3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55
m

m

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55
m

m
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2 Product Design 
Illustration

22..22  QQuuiicckkllyy  rreeppllaaccee  LLEEDD  bbooaarrdd
Easily unfold the bucklet to replace the LED board.

22..33    QQuuiicckkllyy  rreeppllaaccee  ddrriivveerr
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Easily unfold the bucklet to replace the LED board.

22..33    QQuuiicckkllyy  rreeppllaaccee  ddrriivveerr

1: AC cables can enter from both the end caps and the middle part. 
End caps own pulling-resistant fasteners to guarantee safety. 

2: The 5-pin connector is compatible with 2.5mm² cables.

22..44    QQuuiicckkllyy  wwiirriinngg

22..55    QQuuiicckkllyy  ccoonnnneecctt
Series connection can support total 2500W max which means 
53pcs of 47W version can be connected in a row.

1: AC cables can enter from both the end caps and the middle part. 
End caps own pulling-resistant fasteners to guarantee safety. 

2: The 5-pin connector is compatible with 2.5mm² cables.

22..44    QQuuiicckkllyy  wwiirriinngg

22..55    QQuuiicckkllyy  ccoonnnneecctt
Series connection can support total 2500W max which means 
53pcs of 47W version can be connected in a row.

1: AC cables can enter from both the end caps and the middle part. 
End caps own pulling-resistant fasteners to guarantee safety. 

2: The 5-pin connector is compatible with 2.5mm² cables.

22..44    QQuuiicckkllyy  wwiirriinngg

22..55    QQuuiicckkllyy  ccoonnnneecctt
Series connection can support total 2500W max which means 
53pcs of 47W version can be connected in a row.

1: AC cables can enter from both the end caps and the middle part. 
End caps own pulling-resistant fasteners to guarantee safety. 

2: The 5-pin connector is compatible with 2.5mm² cables.
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Series connection can support total 2500W max which means 
53pcs of 47W version can be connected in a row.
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End caps own pulling-resistant fasteners to guarantee safety. 

2: The 5-pin connector is compatible with 2.5mm² cables.
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2: The 5-pin connector is compatible with 2.5mm² cables.
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End caps own pulling-resistant fasteners to guarantee safety. 
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Series connection can support total 2500W max which means 
53pcs of 47W version can be connected in a row.

Magnetisk festelås i begge ender. Fronten vippes enkelt til side, hvor man har god plass til 
innføring av kabel.

Åpen kabelinnføring i begge ender, hvor strekkavlaster 
er lett tilgjengelig.

Gjennomgangstilkobling i begge ender med 3 Pin
Connector / 3 Pin Connector + DA.
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Series connection can support total 2500W max which means 

53pcs of 47W version can be connected in a row.

1: AC cables can enter from both the end caps and the middle part. 

End caps own pulling-resistant fasteners to guarantee safety. 
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Series connection can support total 2500W max which means 

53pcs of 47W version can be connected in a row.

Kabel kan enten føres inn fra siden (begge sider) eller fra oversiden (en i hver ende + to stk. sentrert på baksiden).
Alle kabelinngangene er med gummipakning.
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MEGA BATTEN

Integrert DIP-switch i armatur for justering 
av fargetemperatur. DIP-switch på driver 
for justering av Watt-styrken. 

22..11    QQuuiicckkllyy  ooppeenn,,  ttooooll--ffrreeee

2 Product Design 
Illustration

22..22  QQuuiicckkllyy  rreeppllaaccee  LLEEDD  bbooaarrdd
Easily unfold the bucklet to replace the LED board.

22..33    QQuuiicckkllyy  rreeppllaaccee  ddrriivveerrLED-platene er utskiftbar, hvor man enkelt løsner på noen få propper. 

22..11    QQuuiicckkllyy  ooppeenn,,  ttooooll--ffrreeee

2 Product Design 
Illustration

22..22  QQuuiicckkllyy  rreeppllaaccee  LLEEDD  bbooaarrdd
Easily unfold the bucklet to replace the LED board.

22..33    QQuuiicckkllyy  rreeppllaaccee  ddrriivveerr

Strømforsyningen er lett tilgjengelig og kan enkelt byttes.



Art. nr.

510621005

Farge

Hvit

Kelvin CRI

3000K >80

Watt

12W

Spredning

110°

UGR

<22

Lumen

1524lm
15W 1920lm
18W 2286lm
20W 2511lm

4000K

Dimbar

Ikke dimbar

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension
620mm

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55mm

Justering av Watt

Power Output current Posisjon

1 2

20W 350mA ON ON

18W 300mA -- ON

15W 250mA ON --

12W 200mA -- --

MEGA BATTEN PS/CS 20W 62

IP
44

UGR
<22

IK
07

SDCM
<3
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DIP-switch på driver

Spesifikasjon

Watt 12/15/18/20W

Lumen 1524-2511lm

Kelvin 3000/4000K

CRI >80

Spredning 110⁰

Input V 220-240VAC 50/60Hz

Dimbar Ikke dimbar

SDCM <3

Flicker free Ja (SVM (≤ 0,4) / Pst LM (≤ 1,0))

UGR <22

Beskyttelsesklasse I

Farge Hvit (RAL9003)

Materiell armatur Stål / PC

IP 44

IK 07

Driftstemperatur -30⁰C - +50⁰C

Levetid LED L90B50 @ 50.000T / L80B10 @ 100.000T

LED chip SMD2835

Energiklasse LED E

Levetid driver 100.000T

Driver Lifud



Art. nr.

511221005

Farge

Hvit

Kelvin CRI

3000K >80

Watt

22W

Spredning

110°

UGR

<22

Lumen

3163lm
28W 3999lm
33W 4816lm
40W 5520lm

4000K

Dimbar

Ikke dimbar

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension
1220mm

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55mm

511224005 Hvit 3000K >8022W 110°<223163lm
28W 3999lm
33W 4816lm
40W 5520lm

4000K
DALI

Justering av Watt

Power Output current Posisjon

1 2

40W 350mA ON ON

33W 300mA -- ON

28W 250mA ON --

22W 200mA -- --

MEGA BATTEN PS/CS 40W 122

IP
44

UGR
<22

IK
07

SDCM
<3
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DIP-switch på driver

Spesifikasjon Ikke dimbar DALI-2 / Push

Watt 22/28/33/40W 22/28/33/40W

Lumen 3163-5520lm 3163-5520lm

Kelvin 3000/4000K 3000/4000K

CRI >80

Spredning 110⁰

Input V 220-240VAC 50/60Hz

SDCM <3

Flicker free Ja (SVM (≤ 0,4) / Pst LM (≤ 1,0))

UGR <22

Beskyttelsesklasse I

Farge Hvit (RAL9003)

Materiell armatur Stål / PC

IP 44

IK 07

Driftstemperatur -30⁰C - +50⁰C

Levetid LED L90B50 @ 50.000T / L80B10 @ 100.000T

LED chip SMD2835

Energiklasse LED D

Levetid driver 100.000T

Driver Lifud Boke



Art. nr.

511511005

Farge

Hvit

Kelvin CRI

3000K >80

Watt

27W

Spredning

110°

UGR

<22

Lumen

3807lm
34W 4828lm
42W 5922lm
47W 6580lm

4000K

Dimbar

Ikke dimbar

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension
1510mm

3 Specification
Parameter PUBT06-020T216VMC-01 PUBT12-040T432VMC-01 PUBT15-047T508VMC-01

Power range 12/15/18/20W switchable 22/28/33/40W switchable 27/34/42/47W switchable

Dimension 620x155x55mm 1220x155x55mm 1510x155x55mm

Driver Type ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI ON-OFF/0-10V/DALI

Driver Brand Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE Eaglerise/Tridonic/BOKE

Input AC220-240V AC220-240V AC220-240V

Luminaire 
Lumen 1680/2100/2520/2800lm 3080/3920/4620/5600lm 3780/4760/6160/6580lm

Luminaire 
Efficacy 140lm/W 140lm/W 140lm/W

ERP Grade D D D

SDCM <3 <3 <3

CCT 3000-4000K switchable 3000-4000K switchable 3000-4000K switchable

CRI >80 >80 >80

Angle 110° 110° 110°

IP 44 44 44

IK 07 07 07

PF >0.9 >0.9 >0.9

Lifespan 100000H @L80B10 100000H @L80B10 100000H @L80B10

Warranty 5 years 5 years 5 years

Installation
Surface mounting

Suspension
Wall mounting

Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Surface mounting
Suspension

Wall mounting
Horizontal cable suspension

Color White White White

Package
4 PCS/CTN
10kg/CTN

720*360*170mm/CTN

4 PCS/CTN
15kg/CTN

1320*360*170mm/CTN

4 PCS/CTN
20kg/CTN

1620*360*170mm/CTN

3.1 Dimension

155mm

55mm

511514005 Hvit 3000K >8027W 110°<223807lm
34W 4828lm
42W 5922lm
47W 6580lm

4000K
DALI

Justering av Watt

Power Output current Posisjon

1 2

47W 350mA ON ON

42W 300mA -- ON

34W 250mA ON --

27W 200mA -- --

MEGA BATTEN PS/CS 47W 151

IP
44

UGR
<22

IK
07

SDCM
<3

DIP-switch på driver

Spesifikasjon Ikke dimbar DALI-2 / Push

Watt 27/34/42/47W 22/2827/34/42/47W33/40W

Lumen 3807-6580lm 3807-6580lm

Kelvin 3000/4000K 3000/4000K

CRI >80

Spredning 110⁰

Input V 220-240VAC 50/60Hz

SDCM <3

Flicker free Ja (SVM (≤ 0,4) / Pst LM (≤ 1,0))

UGR <22

Beskyttelsesklasse I

Farge Hvit (RAL9003)

Materiell armatur Stål / PC

IP 44

IK 07

Driftstemperatur -30⁰C - +50⁰C

Levetid LED L90B50 @ 50.000T / L80B10 @ 100.000T

LED chip SMD2835

Energiklasse LED D

Levetid driver 100.000T

Driver Lifud Boke
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Publise Mega Batten (IP44) 
Installation Instructions

This batten light must be installed by a qualified electrician in accordance with the instructions 
provided and in compliance with recognised electrical and safety regulations relevant to the country 
it is being installed.

·  

· 
· 
· 
· 
· 

We strongly recommend that you read this manual carefully before installation.

2. Wiring Procedure

Disconnect mains supply before installing, servicing or maintaining the luminaire.

This is a Class I luminaire. Earth connection is required.

The input voltage of this batten light is 200-240V~ 50/60Hz. Please ensure rated voltage and 
frequency of the batten is compatible with the power supply.

Clean with soft cotton cloth only, do not use any chemical solvents when cleaning this batten.

The LED board, power supply, battery (emergency) of this luminaire are all replaceable;When they 
reach its end of life or have problems, just replace the broken part, no need to replace the whole 
luminaire. 

1.Important Notes

1-2.5 mm²

3. Mounting Procedure
3-1 Surface Mounting

3-2 Suspension

3-3 Horizontal Cable Suspension Mounting

3-3 Wall Mounting

Fix the stamping fasteners to the housing with screws. Fix the rings to the holes of the stamping fasteners.

A.Locate and mark the installation positions
B.Use a drilling tool to drill a hole with a diameter of 6MM and 
a depth of 50MM.
C.Knock the 6pcs screw plugs in the accessory package into 
the hole with a hammer.
D.Fix the installation plate to the ceiling with screws.

A.Hang the batten to the installation plates.
B.Fix the stamping fixtures and batten to the steel wire rope with 
screws.
C.Finish the installation.

Finish the installation.Fix the stamping fixtures and batten to the steel wire rope 
with screws.

Fix the stamping fasteners to the housing with screws.

Fix the L-type stamping fasteners to the housing with screws. A.Locate and mark the installation positions.
B.Use a drilling tool to drill a hole with a diameter of 6MM and a 
depth of 50MM
C.Knock the 4pcs screw plugs in the accessory package into the 
hole with a hammer

Use a screwdriver to lock each of the 4 screws 
incompletely into the screw plugs.

Hook the fixture into the screws, and then use a screwdriver 
to lock the fixture in place.

Finish installation.

Accessory bag：

L-type stamping fasteners*2   Screw plug*2     Set screw*4    Self-tapping screw*4

Stamping fasteners*2       Stamping fixtures*2         Screw*8

Stamping Fasteners*2     Set screw*4      Ring*2      Screw plug*6    Self-tapping screw*6

Accessory bag：

Accessory bag：

MEGA BATTEN

Publise Mega Batten (IP44) 
Installation Instructions

This batten light must be installed by a qualified electrician in accordance with the instructions 
provided and in compliance with recognised electrical and safety regulations relevant to the country 
it is being installed.

·  

· 
· 
· 
· 
· 

We strongly recommend that you read this manual carefully before installation.

2. Wiring Procedure

Disconnect mains supply before installing, servicing or maintaining the luminaire.

This is a Class I luminaire. Earth connection is required.

The input voltage of this batten light is 200-240V~ 50/60Hz. Please ensure rated voltage and 
frequency of the batten is compatible with the power supply.

Clean with soft cotton cloth only, do not use any chemical solvents when cleaning this batten.

The LED board, power supply, battery (emergency) of this luminaire are all replaceable;When they 
reach its end of life or have problems, just replace the broken part, no need to replace the whole 
luminaire. 

1.Important Notes

1-2.5 mm²

3. Mounting Procedure
3-1 Surface Mounting

3-2 Suspension

3-3 Horizontal Cable Suspension Mounting

3-3 Wall Mounting

Fix the stamping fasteners to the housing with screws. Fix the rings to the holes of the stamping fasteners.

A.Locate and mark the installation positions
B.Use a drilling tool to drill a hole with a diameter of 6MM and 
a depth of 50MM.
C.Knock the 6pcs screw plugs in the accessory package into 
the hole with a hammer.
D.Fix the installation plate to the ceiling with screws.

A.Hang the batten to the installation plates.
B.Fix the stamping fixtures and batten to the steel wire rope with 
screws.
C.Finish the installation.

Finish the installation.Fix the stamping fixtures and batten to the steel wire rope 
with screws.

Fix the stamping fasteners to the housing with screws.

Fix the L-type stamping fasteners to the housing with screws. A.Locate and mark the installation positions.
B.Use a drilling tool to drill a hole with a diameter of 6MM and a 
depth of 50MM
C.Knock the 4pcs screw plugs in the accessory package into the 
hole with a hammer

Use a screwdriver to lock each of the 4 screws 
incompletely into the screw plugs.

Hook the fixture into the screws, and then use a screwdriver 
to lock the fixture in place.

Finish installation.

Accessory bag：

L-type stamping fasteners*2   Screw plug*2     Set screw*4    Self-tapping screw*4

Stamping fasteners*2       Stamping fixtures*2         Screw*8

Stamping Fasteners*2     Set screw*4      Ring*2      Screw plug*6    Self-tapping screw*6

Accessory bag：

Accessory bag：

Publise Mega Batten (IP44) 
Installation Instructions

This batten light must be installed by a qualified electrician in accordance with the instructions 
provided and in compliance with recognised electrical and safety regulations relevant to the country 
it is being installed.

·  

· 
· 
· 
· 
· 

We strongly recommend that you read this manual carefully before installation.

2. Wiring Procedure

Disconnect mains supply before installing, servicing or maintaining the luminaire.

This is a Class I luminaire. Earth connection is required.

The input voltage of this batten light is 200-240V~ 50/60Hz. Please ensure rated voltage and 
frequency of the batten is compatible with the power supply.

Clean with soft cotton cloth only, do not use any chemical solvents when cleaning this batten.

The LED board, power supply, battery (emergency) of this luminaire are all replaceable;When they 
reach its end of life or have problems, just replace the broken part, no need to replace the whole 
luminaire. 

1.Important Notes

1-2.5 mm²

3. Mounting Procedure
3-1 Surface Mounting

3-2 Suspension

3-3 Horizontal Cable Suspension Mounting

3-3 Wall Mounting

Fix the stamping fasteners to the housing with screws. Fix the rings to the holes of the stamping fasteners.

A.Locate and mark the installation positions
B.Use a drilling tool to drill a hole with a diameter of 6MM and 
a depth of 50MM.
C.Knock the 6pcs screw plugs in the accessory package into 
the hole with a hammer.
D.Fix the installation plate to the ceiling with screws.

A.Hang the batten to the installation plates.
B.Fix the stamping fixtures and batten to the steel wire rope with 
screws.
C.Finish the installation.

Finish the installation.Fix the stamping fixtures and batten to the steel wire rope 
with screws.

Fix the stamping fasteners to the housing with screws.

Fix the L-type stamping fasteners to the housing with screws. A.Locate and mark the installation positions.
B.Use a drilling tool to drill a hole with a diameter of 6MM and a 
depth of 50MM
C.Knock the 4pcs screw plugs in the accessory package into the 
hole with a hammer

Use a screwdriver to lock each of the 4 screws 
incompletely into the screw plugs.

Hook the fixture into the screws, and then use a screwdriver 
to lock the fixture in place.

Finish installation.

Accessory bag：

L-type stamping fasteners*2   Screw plug*2     Set screw*4    Self-tapping screw*4

Stamping fasteners*2       Stamping fixtures*2         Screw*8

Stamping Fasteners*2     Set screw*4      Ring*2      Screw plug*6    Self-tapping screw*6

Accessory bag：

Accessory bag：

Publise Mega Batten (IP44) 
Installation Instructions

This batten light must be installed by a qualified electrician in accordance with the instructions 
provided and in compliance with recognised electrical and safety regulations relevant to the country 
it is being installed.

·  

· 
· 
· 
· 
· 

We strongly recommend that you read this manual carefully before installation.

2. Wiring Procedure

Disconnect mains supply before installing, servicing or maintaining the luminaire.

This is a Class I luminaire. Earth connection is required.

The input voltage of this batten light is 200-240V~ 50/60Hz. Please ensure rated voltage and 
frequency of the batten is compatible with the power supply.

Clean with soft cotton cloth only, do not use any chemical solvents when cleaning this batten.

The LED board, power supply, battery (emergency) of this luminaire are all replaceable;When they 
reach its end of life or have problems, just replace the broken part, no need to replace the whole 
luminaire. 

1.Important Notes

1-2.5 mm²

3. Mounting Procedure
3-1 Surface Mounting

3-2 Suspension

3-3 Horizontal Cable Suspension Mounting

3-3 Wall Mounting

Fix the stamping fasteners to the housing with screws. Fix the rings to the holes of the stamping fasteners.

A.Locate and mark the installation positions
B.Use a drilling tool to drill a hole with a diameter of 6MM and 
a depth of 50MM.
C.Knock the 6pcs screw plugs in the accessory package into 
the hole with a hammer.
D.Fix the installation plate to the ceiling with screws.

A.Hang the batten to the installation plates.
B.Fix the stamping fixtures and batten to the steel wire rope with 
screws.
C.Finish the installation.

Finish the installation.Fix the stamping fixtures and batten to the steel wire rope 
with screws.

Fix the stamping fasteners to the housing with screws.

Fix the L-type stamping fasteners to the housing with screws. A.Locate and mark the installation positions.
B.Use a drilling tool to drill a hole with a diameter of 6MM and a 
depth of 50MM
C.Knock the 4pcs screw plugs in the accessory package into the 
hole with a hammer

Use a screwdriver to lock each of the 4 screws 
incompletely into the screw plugs.

Hook the fixture into the screws, and then use a screwdriver 
to lock the fixture in place.

Finish installation.

Accessory bag：

L-type stamping fasteners*2   Screw plug*2     Set screw*4    Self-tapping screw*4

Stamping fasteners*2       Stamping fixtures*2         Screw*8

Stamping Fasteners*2     Set screw*4      Ring*2      Screw plug*6    Self-tapping screw*6

Accessory bag：

Accessory bag：

1) Sørger for at strømmen er avslått
ved installasjon.

2) Åpne de to magnetiske spennelåsene på 
hver side av armaturen.

3) Vipp opp avdekningen.

4) Koble til strømkabelen, stripp driverkabelen
med 10 mm for å eksponere kjernen av 
kabelen.

Perforer
silikonpluggen

5) Tre strømkabelen gjennom armaturens 
silikonplugg og fest den til den 3/5-polede 
kontakten. Lås av kabelen ved å stramme til 
strekkavlasteren

6) Lukk avdekningen og lås magnetspennene.

Åpne de to magnetiske spennelåsene på hver 
side av armaturen. Vipp opp lokket /
avdekningen.

A) Finn og merk installasjonsposisjonene til skruene.
B) Bruk et boreverktøy til å bore et hull med en diameter på 6MM og en dybde på 50MM.
C) Bank de to skruepluggene i tilbehørspakken inn i hullet med en hammer.
D) Bruk en skrutrekker til å låse skruene og feste armaturen.

Koble til strømkabelen som koblings-
prosedyren over viser, lukk avdekningen og 
fest magnetspennene.

Installasjonen er komplett.

Tilkobling av strøm

Montasje av armatur


