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1. Installeres i miljø fri for kjemikalier som svovel, syre, halogen etc.

2. Temperaturen i applikasjonsmiljøet skal være mellom -20gr. til 45gr.

3. IP20 LED strip kan kun brukes innendørs med luftfuktighet under 55%.

4. IP65 strip er laget for å monteres ute og/eller i fuktige miljøer men kan ikke nedsenkes i vann.

5. IP67 strip er laget for fuktige miljøer og kan midlertidig nedsenkes i vann (maks 1m dyp maks 30min).

6. Hver rull med Led strip skal tilkobles strømforsyning. Maksimalt etterfølgende strekk bestemmes av lengde på rull – dvs. 5m rull 
kan ikke tilkobles ytterligere last i motsatt ende av strømforsyning.

7. For å sikre lang levetid, må man ikke trekke i LED stripen eller strømforsyningskabelen hardt under installasjon og bruk.

8. For å sikre stabilitet og lang levetid på LED stripen, bør bøyediameteren på LED stripen ikke være mindre enn 60 mm.
LED stripen må ikke brettes da dette vil skade LED-diodene.

9. Forsikre deg om at ledninger er riktig tilkoblet (pluss og minus), og at spenningen fra strømforstyningen stemmer overens med 
LED stripen (12/24V)

10. For å unngå ødelagte komponenter pga. overspenning eller ustabil strøm, bruk stabile strømforsyninger.

11. Vennligst la det være ca 20% margin for strømforsyningen, for å beskytte mot overbelastning og skade på LED strip
eller strømforsyning.

12. Forsikre deg om at produktet er godt beskyttet under installasjonen og gjør en passende forebygging fra statisk kontakt.

13. LED stripen vil avgi varme under bruk. Vennligst sørg for at den er plassert på et ventilert sted.

14. Ved klipping av LED strip, vennligst klipp på avmerket område.

15. Ved montering utendørs må LED strip beskyttes mot fukt fra trykkimpregnert materiale og saltutslag fra mur. Profiler må derfor 
limes / festes med klips og skjøter må tettes.

For å sikre lang levetid på LED stripen, vennligst følg denne veiledningen.

Please read the manual carefully before installation and application, and use the product in the 

correct way.

Instructions of accessories are included in the manual.

Please properly maintain the manual after reading and understanding it for convenient reference by 

all users of the product in the future.
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1. Install in the space without chemicals like sulfur, acid, halogen.

2. The temperature of the application environment should range from -20℃ to 45℃.

3. The quality of atmosphere should not be lower than the national secondary standard.

4. The no waterproof strip (IP33) can only be applied in indoors with the humidity no more than 55%.

5. The gel coting strip (IP55) can only withstand a little water for a short time instead of being exposed to the 

environment with humidity more than 80% for a long time. 

6. The silicone tube waterproof strip (IP65) can withstand the influences from atmosphere, but it can only 

withstand a little water for a short time instead of being exposed to the environment with humidity more than 80% 

for a long time. 

7. The silicone filling waterproof strip (IP67), a product that is suitable for indoors and outdoors, can withstand 1m 

underwater pressure for a short time if it has been protected well from the extrusion and ultra-violet radiation.

8. The Nano waterproof strip (IP68), a product that is suitable for indoors and outdoors, can withstand 1m under-

water pressure for a long time if it has been protected well from the extrusion and ultra-violet radiation.

9. To ensure the lighting effect, the power supply of every 5m long strip should be connected to a main power 

supply.

10. To ensure the long life span of strip, please do not pull the strip or power supply wire hard during installation 

and using. 

11. To ensure the stability and long life span of strip, the bending diameter of strip should not be less than 60mm. 

The strip cannot be folded to prevent the LED beads from damage.

12. Please make sure the wire is connected to the anode and cathode correctly. The power output should be 

consistent with the voltage of the strip. 

13. To avoid the damaged components caused by surge voltage or unstable current, please use the stable power 

supply. 

14. Please leave 20% margin for the power supply to protect the strip from damage caused by overload.

15. Please make sure the product is well protected during installation and make an appropriate prevention from 

static. 

16. The strip will dissipate heat during using, please make sure it has been placed at a ventilated place. 

Do not bend or
fold at this place

Do not distort the strip
The bending diameter of strip 
should not be less than 60mm

φ≥60M
M

φ≥50M
M

Ikke bøy eller brett 
LED stripen for å 
gå rundt hjørne.

Ikke vri/vreng LED stripen
LED stripen skal ikke bøyes i en 
diameter mindre enn 60mm.


