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AC220-240V 50/60Hz

25cm

4cm

5,5cm

Installation

Drill 2 holes at the appropriate distance and attach the supplied mounting brackets

Fix the luminaire to brackets 

Open the cap of the endcap and connect 
the main power in .

220~240V
AC Input:  N , PE, L

220~240V
AC Input:  N , PE , L1, L2L3

220~240V 1~10V
AC Input:  N , PE , , D-L , D+

AC Input:  N , PE , , D-L1,L2,L3 ,D+

Phase Change
L1 、L2、L3

Phase Change
L1 、L2、L3

Adjust the power and CCT via DIP switch according to your project requirement

3000K

Connect the cables to next luminaire ,loop in and out .

cable color code :   Brown - L1,L2,L3 ;  Blue - N ;  Yellow- PE;  White - Dim+  ;   Black- Dim 
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AC Input:  N , PE ,(E1) L1,L2 ,D+, , D-

Phase Change
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Non-Dimmable

Non-Dimmable

Dimmable

Dimmable

Dimmable + Emergency

220~240V 1~10V

220~240V 1~10V

1 
Fest monteringsbraketten til 
underlaget

3 
Steg 1: Fest hurtigkoblingsplugg fra push 
terminalen til hurtigkoblingsplugg fra
sensoren

Steg 2: Før baldakinen opp mot
monteringsbraketten og fest de sammen.
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Koble til strømledninger på push 
terminal
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1) Slå av strømforsyningen
2) Installasjon skal gjøres av
registrerte elektrikere
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Installation—

3

Emergency

Phase select 
L1,L2,L3

L3
N
PE
L2
L1

Plug-play Sensor

Type 1:PIR sensor + Daylight threshold  

Type 2: Microwave + daylight threshold

Type 3: Microwave + daylight Harvesting

Type 4: Microwave + Bluetooth control

Text Main power Charging Malfunction

Hurtigkoblings-
plugg Steg 1 Steg 2

4
Sensoren er nå klar til bruk med
valgt armatur. Ledning fra sensor
kobles til valgt armatur.
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Connect the cables to next luminaire ,loop in and out .
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DALI driver

NB! Sensoren er kun kompatibel 
med armaturer med integrert DALI 
driver.

Anbefalt i kombinasjon med nedhengte armaturer.
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Fungerer ut av esken som en enkel sensor tilpasset
arbeidsplass med snordimmer for overstyring.

I tillegg kommer mange muligheter:
- Bluetooth for programmering med app
- Lysstyring med app
- Kompatibel med trådløs Enocean kontroller
- Mesh-netverk ved flere sammen
- Masseprogrammering (bulk)
- Dagslysstyring
- Forbruksovervåkning
- Gruppering soneinndeling
- Tunable white (DALI DT8)
- Human centric lighting

TRYKK HER FOR LINK
TIL KOOLMESH FDV
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HC038V       HCD038      HCD038/P
1-10V Output            DALI Output

Detached Motion Sensor with                  5.0 SIG Mesh

Product Description

RED

HCD038

HC038V

HCD038/P

HC038V is a 1-10V control base whereas HCD038 and HCD038/P are 
DALI control bases with 30mA DALI power supply built in. They work with a 
wide range of microwave and PIR sensor heads. They are ideal for metal 
luminaire designs because the Bluetooth module is placed inside the sensor 
heads instead of control base, so that the Bluetooth signal transmission is 
viable. They are suitable for any typical indoor applications such as of�ce, 
classroom, car park, warehouse and other commercial/industrial areas. With 
Bluetooth wireless mesh networking, it makes communication much easier 
without any hardwiring, which eventually adds values to luminaires and saves 
costs for projects. Meanwhile, simple device setup and commissioning can be 
done via                     app.

Hardware Features
HC038V:1-10V output with 400VA (capacitive) & 
800W (resistive)

HCD038& HCD038/P: 30mA DALI broadcast output 
for up to 15 LED drivers

Plug’n’Play for �exible installation and cost saving assemble

Support to control DT8 LED drivers (HCD038 and HCD038/P)

2 Push inputs for �exible manual control (HCD038/P only)

Zero crossing detection circuit to reduce in-rush current and 
prolong relay lifetime (HC038V only)

Loop-in and loop-out terminals for ef�cient installation (HC038V only)

5-year warranty

App Features

Quick setup mode & advanced setup mode

Web app/platform for project deployment & data analysis

Koolmesh Pro app on iPad for on-site con�guration

Floorplan feature to simplify project planning

DALI-2 and D4i supported coming soon

One-key device replacement

Device social relations check

Staircase function (primary & secondary)

Remote control via gateway support HBGW01

Heat map

Dynamic daylight harvest auto-adaptation

Grouping luminaires via mesh network

Scenes

Dusk/Dawn photocell (Twilight function)

Tri-level control

Daylight harvest

Push switch con�guration

Detailed motion sensor settings

Schedule

Astro timer (sunrise and sunset)

Power-on status (memory against power loss)

Of�ine commissioning

Bulk commissioning (copy and paste settings)

Different permission levels via authority management

Network sharing via QR code or keycode

Interoperability with Hytronik Bluetooth product portfolio

Compatible with EnOcean BLE switches

Internet-of-Things (IoT) featured

Device �rmware update over-the-air (OTA)

Continuous development in progress…

5.0 SIG mesh

Web app/platform: www.iot.koolmesh.com

Koolmesh Pro app for iPad

Smartphone app for both iOS & Android platform

for iOS for Android

for iPad

for Web

Web

iOS

Android

Fully support EnOcean self-powered switch 
module PTM215B (HBES01/W & HBES01/B)
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*The detection patterns are based upon 5km/h movement speed. 

HIR16

Up to 18m

3m

5m

12m

15m

Up to 8m

Up to 4m
Up to 5m

Up to 6m

Up to10m

Up to12m
Up to 6m

*for forklift*for forklift

The detection range is heavily in�uenced by sensor placement (angle) and 
dif ferent walking paces.

It may be reduced to 2m(diameter) & 3m(height) under certain conditions 
(walking across).
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*The detection patterns are based upon 5km/h movement speed. 

Tangential movement up to 12m

3m

Tangential movement up to 14m

12m(for forklift)

8m(for person)
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12m

SENSOR

DALI PSV (innebygget) 30mA (maks. 15 enheter)
Driftstemperatur -20⁰C - +55⁰C

Deteksjonsvinkel 360⁰
Deteksjonsområde Ø12m
Installasjonshøyde 2-3m optimalt

Sensorprinsipp PIR deteksjon

https://nordesign.no/wp-content/uploads/2024/02/Koolmesh-App-User-Manual.pdf
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1. Monter de to brakettene til underlaget,  
 bruk ev. medfølgende plugger og skruer,  
 avhengig av underlaget (Fig.1) 
2. Klips armaturen på plass (Fig. 2) 
3. Løsne klipsene (avdekning henger i de to ytterste klips). 
 Klem sammen fjærene på flaten og trekk platen mot deg ved 
 å gripe i knoppen i hjørnet (denne delen blir hengende) (Fig. 3) 
4. Før inn ledningstilførsel (og eventuelt videreføring) (Fig. 4) 
5. Monter kablene (Fig. 5) 
6. 1. Skru til strekkavlastningen på nippel. 
 2. Sett platen med LED strip på plass (klikk). 
 3. Fest skjermen ved å lukke klipsene  
 4. Lås de ytterste klips med medfølgende skrue (Fig. 6) 
 
 
 Denne armaturen kan ikke dimmes!  

Work Slimline 
Artikkelref.: 510703520v2 

20W LG LED, 4000K - 2500lm/CRI≥80 

Monteringsveiledning Sikker bruk 

Produktet er produsert i henhold til gjeldende  
Europeiske standarder. 
 
 
Beskyttelsesklasse I, skal kobles til jordledning 
 
 
 
Armatur beregnet for utendørs & innendørs bruk. 
 
 
 
 
Beskyttet mot gjennomtrenging av støv 
Beskyttet mot vannsprut 
 
 
 
 

 
 

Enkelte typer montasjer kan du utføre selv. 
Til tross for dette anbefaler vi at montasjen blir utført av en registrert installasjonsvirksomhet.  
På denne måten sikres lengst levetid & sikker bruk av produktet. 

Fig. 1 

Fig. 2 

26
m
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350mm 

Kildesortering. Dette produktet må ikke kastes i det vanlige husholdningsavfallet.  
Hvis du finner ut at ditt NorDesign-produkt må skiftes ut, eller hvis du ikke lenger har bruk for det, må du unnlate å kaste det sammen med det vanlige husholdningsavfallet.  
Sørg for at dette produktet gjøres tilgjengelig for kildesortering.  
 
 
Kildesortering av brukte produkter og emballasje gjør det mulig å resirkulere materialer og bruke dem igjen. Gjenbruk av  
resirkulerte materialer bidrar til å forhindre forsøpling av miljøet og reduserer behovet for råvarer.  
Lokale regelverk kan legge til rette for kildesortering av elektriske produkter fra husholdningen, ved kommunale depoter eller gjennom forhandleren når du kjøper nytt produkt.  

Fig. 3 

Fig. 4 

Kabeltverrsnitt: 2,5mm² 

Fig. 5 

Kabelfarge   
 
Blå Kobles til  N  (blå eller sort) 
Grønn/Gul Kobles til  ±  (grønn eller grønn/gul) 
Brun  Kobles til  L  (brun, hvit eller rød) 

Fig. 6 

3 x 2,5mm² 

NB! 
 
Max. 100 armaturer kan kobles i rekke  
Max. belastning pr sikring:                   
16A B: 73STK / 16A C: 113STK 
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SIKKERHET (NORSK) 
• For din egen sikkerhet anbefaler produsenten korrekt installasjon og bruk av denne armaturen.  
 Følg vedlagte instruksjoner for sikker installasjon og bruk. 
 

• Koble alltid fra strømmen før vedlikehold eller reparasjoner. 
 

• Kontakt alltid en elektriker eller forhandleren for forespørsler. Installasjon skal alltid foregå i henhold til gjeldende regulativer. 
 

• Pass på at alle (elektriske) enheter er skrudd korrekt & fast sammen. Dette gjelder for både 230V og 12V koblinger.  
 

• Skal produktet fastmonteres, pass på at riktige ledninger kobles sammen: blå eller sort (nøytral), brun, rød eller hvit (leder)  
 og ved jordtilkobling grønn/gul. 
 

• Pass på at ingen ledninger skades ved fastmontering. 
 

• Rengjør lampen med en ren, tørr klut. Bruk ikke sterke vaskemidler. 
 

• Strømførende komponenter skal ikke i kontakt med væske. 
 

• Dersom ledninger eller ledningsførende enheter er skadet, må reparasjon kun foretas av produsent,  
 godkjent servicepersonell eller elektriker.  
 Dette for å unngå brann, elektrisk støt eller annen personskade. 
 

• Følg spesifikasjoner og instruksjoner nøye. Sjekk symbolmerkingen på lampen og i monteringsanvisningen.  
 
 
 
  
 

Er du i tvil kan du søke mer informasjon her:   www.dsb.no 
 

SAFETY INSTRUCTIONS (ENGLISH) 

• For your own safety the manufacturer advises a correct use of this lighting fixture! Follow and save  
 these instructions for correct and safe installation of the fixture 
 

• Always isolate the power before commencing installation, maintenance or repair. 
 

• If in doubt, consult a qualified electrician or contact your retail outlet.  
 Ensure that you always install the fitting according to the local regulations. 
 

• Always tighten the (electrical) mounting parts tightly. This goes for 230V and 12V connections.  
 

• If you connect the wires, always pay attention to the color of the wires: blue or black (neutral), brown, red or white (live)  
 and in case of protection class I, yellow/green (earth). 
 

• Pay attention that you don’t damage the wires when mounting the fixture! 
 

• Clean fixtures with a dry cloth, never use abrasives or solvents. 
 

• Avoid electrical parts getting in touch with liquids. 
 

• If the external flexible cable or chord of the luminarie is damaged, it should be exclusively replaced by the manufacturer or  his service agent or 
similar qualified person in order to avoid hazard. 

 

• Always consider all the technical spesifications of the fixture. Verify the stated icons on the label of the fixture and the icons that are shown in the 
mounting instructions. 

 

Armaturen har utskiftbar 
DALI sensor
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NB! Utskifting kan kun gjøres av registrerte elektrikere 

Suspension mounting box with
PIR sensor, Bluetooth DALI


